HK MPF
Komple Dénus Filtresi HANSA[/FLEX

Ozellikler e
HE WPF 830
Model baypas valfli 1,75 bar, kirlenme gostergesiz of  EMPE 100
A10: anorganik filtreli (10 ym), mutlak filtreleme =] ' 5
P10: kagut filtresi (10 pm), nominal filtreleme a ( /,I
Sicaklik min. -25°C L=
Sicaklik max. 110 °C WK MPF 400
Malzeme Conta: NBR T e T

eny A
I Il\- lju i q\\_‘.‘."/ll-

Calisma basinci  maks. 8 bar

Aciklama

Olgli "C": filtre elemanini degistirmek igin gereken bos alan

Agiklama

Depo kapagina takmak igin donus filtresi, delme resmi 6lguler igin grafige bakin.

Kagit (P) filtre Unitesi i¢in basing farki maks. 3 bar

Anorganik (A) filtre Unitesi igcin basing farki maks. 10 bar

Connector for clogging indicator G 1/8” closed with bolt

Ortam ISO VG 46 i¢in 50°C (30 mm2/s) sicakliginda Apges = 0,4 bar igin yerlesim (Qmax.)

Siparigle ilgili bilgiler

istek halinde diger yag tiirleri, akiskanliklar veya sicakliklar igin filtre malzemeleri sunulabilir

Uriin
Filtre Filtre Hatbaglantsi @&d Q A B Cc
hassasiyeti alani max.
(m2) (L/min) (mm) (mm)

HKMPF0301G1A10 10,0 335 G1/2" 660 24 8 560 w0 90 70 660 220 1000 860 seo 220 90,0 036
HKMPF 0301G1P10 10,0 410 G1/2" - 60 8 560 w0 90 70 660 220 - - - - - 0,36
HKMPF 1001 G1A10 10,0 630 G1/2" 880 53 1o 800 120 115 85 880 280 1200 1000 800 280 1150 074
HKMPF 100 1 G1 P10 10,0 1020 G 1/2" - 86 1o 80,0 =0 15 85 830 280 - - - - - 0,74
HK MPF 100 1 G2 A10 10,0 630 G 3/4" 88,0 53 100 80,0 120 15 85 880 280 120,0 100,0 800 28,0 150 074
HK MPF 100 1 G2 P10 10,0 1020 G 3/4" - 86 100 80,0 120 15 85 880 280 - - - - - 0,74
HKMPF 100 1 G3A10 10,0 630 G1" - 53 10 800 120 15 85 880 280 - - - - - 074
HKMPF1001G3P10 10,0 1020 G1" - 86 10 800 120 15 85 880 280 - - - - - 074
HKMPF 1002 G2A10 10,0 1000 G 3/4" - 64 10 800 1o 15 85 830 280 - - - - - 0,76
HKMPF 1002G2P10 10,0 1660 G 3/4" - 10 150 80,0 10 15 85 880 280 - - - - - 0,76
HKMPF 1002G3A10 10,0 1000 G1" - 64 1 800 1o 15 85 880 280 - - - - - 0,76
HKMPF1002G3P10 10,0 1660 G1" - 10 150 80,0 170 115 85 880 280 - - - - - 076
HK MPF 100 3 G2 A10 10,0 1730 G 3/4" - 125 225 80,0 250 s 85 880 280 - - - - - 0,88
HKMPF 1003G2P10 10,0 1900 G 3/4" - 220 225 800 =20 115 85 880 280 - - - - - 088
HK MPF 1003 G3A10 10,0 1730 G 1" - 125 225 800 20 115 85 880 280 - - - - - 0,88
HKMPF 1003G3P10 10,0 1900 G1" - 220 225 800 20 15 85 880 280 - - - - - 088
HKMPF 1801 G1A10 10,0 4300 G 1.1/4" - 230 231 890 250 175 107 1200 350 - - - - - 1,86
HKMPF1801G1P10 10,0 4000 G 1.1/4" - 280 231 890 250 175 107 1200 350 - - - - - 1,86
HK MPF 400 1 G1 A10 10,0 4740 G 1.1/4" 173,5 290 178 98,5 200 220 11,5 173,5 38,5 200,0 178,0 98,5 38,5 220,0 342
HKMPF4001G1P10 10,0 4480 G 1.1/4" - 370 178 985 200 220 115 1735 385 - - - - - 3,42
HK MPF 400 1 G2 A10 10,0 4740 G1.1/2" - 290 178 985 200 220 115 1735 385 - - - - - 342
HK MPF 400 1 G2 P10 10,0 4480 G1.1/2" - 370 178 98,5 200 220 11,5 1735 38,5 - - - - - 3,42
HK MPF 400 1 G3 A10 10,0 4740 G2" - 290 178 98,5 200 220 11,5 1735 38,5 - - - - - 3,42
HK MPF 4001 G3P10 10,0 4480 G2" - 370 178 985 20 220 115 1735 385 - - - - - 3.42
HKMPF4002G2A10 10,0 6930 G 1.1/2" - 450 238 985 250 220 115 1735 385 - - - - - 3,48
HKMPF 4002G2P10 10,0 6550 G 1.1/2" - 610 238 985 250 220 115 1735 385 - - - - - 348
HKMPF4002G3A10 10,0 6930 G2" - 450 238 985 250 220 115 1735 385 - - - - - 3,48
HK MPF 400 2 G3 P10 10,0 6550 G2" - 610 238 985 250 220 15 1735 385 - - - - - 348
HK MPF 400 3 G2 A10 10,0 8760 G1.1/2" - 540 288 98,5 310 220 115 1735 38,5 - - - - - 3,68
HK MPF 400 3 G2 P10 10,0 8280 G1.1/2" - 675 288 98,5 310 220 11,5 173,5 38,5 - - - - - 3,68
HK MPF 400 3 G3 P10 10,0 8280 G2" - 675 288 985 310 220 115 1735 385 - - - - - 3,68
HK MPF 750 1 F1 A10 10,0 11400 2" SAE 3000 PSI/M - 620 430 1050 45 220 11,5 1735 485 - - - - - 5,68
=

Titiz kontrole ragmen hatalar énlenemez ve sorumluluk altinda birakmayan bilgiler hakkinda hi¢bir sorumluluk kabul edilmez.
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HK MPF

Komple Dénus Filtresi

HANSAVFLEX

Uriin
Filtre Filtre Hat baglantisi L1 L2 L3 L6
hassasiyeti alani max.
() () (L/min) (mm) (mm) (mm) (mm) (mm) (mm) (mm)
HK MPF 750 1 F1 P10 10,0 13450 2" SAE 3000 PSI/M - 750 430 1050 450 220 11,5 1735 485 - - - - - 5,68
HKMPF 750 1 G1A10 10,0 11400 G 2" - 620 430 1050 450 220 11,5 1735 485 - - - - - 5,68

A10 ile anorganik filtre (10 pm), mutlak filtreleme — P10 kagit filtresi (10 pm), nominal filtreleme — Qmax - maks. hacim akisi

Aksesuar

HK MPF TE  Donus Filtresi MPF igin Boru Uzatmasi

HK VA MAN  Clogging indicator pressure gauge

Yedek Pargalar

HK MF P10/ A10  Dénds Filtresi MPF igin Filtre Unitesi

HK MPF GEH Dénis Filtresi MPF icin Mahfaza

Titiz kontrole ragmen hatalar 6nlenemez ve sorumluluk altinda birakmayan bilgiler hakkinda higbir sorumluluk kabul edilmez.
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