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Aciklama

For utilization as a suction filter a suction filter head FI SP S FK *** must be used.

Agiklama

Boru hatti montaji igin Spin-On filtresi

Kagit (P) filtre Unitesi i¢in basing farki maks. 4 bar

Anorganik (A) filtre Unitesi igin basing farki maks. 4 bar

Ortam ISO VG 46 i¢in 50°C (30 mm2/s) sicakliginda Apges = 0,4 bar igin yerlesim (Qmax.)

Siparisle ilgili bilgiler

istek halinde farkli filtre malzemeleri ve diger yag tiirleri, akiskanliklar veya sicakliklar icin filtreler sunulabilir

Uriin

Filtre hassasiyeti Filtre alani Hat baglantisi Q max. A Agirlik

()} (L/min) (kg)
HK MPS 050 RG1 A10 10,0 1900 G 3/4" 48 180 22 200 95 96 1,0
HK MPS 050 RG1 P10 10,0 2240 G 3/4" 56 180 22 200 95 96 1,0
HK MPS 070 RG1 A10 10,0 3160 G 3/4" 53 248 22 268 95 96 1,3
HK MPS 070 RG1 P10 10,0 4140 G 3/4" 65 248 22 268 95 96 1,3
HK MPS 100 RG1 A10 10,0 3950 G 1.1/4" 110 241 30 286 133 129 2,2
HK MPS 100 RG1 P10 10,0 4300 G 1.1/4" 149 241 30 286 133 129 2,2
HK MPS 150 RG1 A10 10,0 5390 G 1.1/4" 115 286 30 311 133 129 2,3
HK MPS 150 RG1 P10 10,0 5760 G 1.1/4" 156 286 30 311 133 129 2,3

A10 ile anorganik filtre (10 pm), mutlak filtreleme — P10 kagit filtresi (10 pm), nominal filtreleme — Qmax - maks. hacim akisi

Aksesuar
HK VA MAN  Clogging indicator pressure gauge

Yedek Pargalar
HK MPS R/S  Spin-On Filtre MPS igin Filtre Basi

Titiz kontrole ragmen hatalar énlenemez ve sorumluluk altinda birakmayan bilgiler hakkinda hi¢bir sorumluluk kabul edilmez.
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