HK OLM A
Diyafram Haznesi Baglanti A HANSA[/FLEX

Ozellikler HKOLM A

Baglantilar Oil side type A - female thread ' [ a7

Model Montaj konumu tercihen dikey, gaz tarafi tstte ) -

Calisma basinci  maks. 350 bar A S,

Sicaklik sahasi  Tip 1: -10 °C ile +80 °C arasi ' I
Tip 2: -30 °C ile +110 °C arasi

Malzeme Membran: NBR standart model . /
Tip 2: Membran ECO N

R .:l_I'l =l

Aciklama
Betriebsdruck 100 bis 350 bar, min. Betriebsdruck muss 10 % tber Gasfllldruck liegen, max. Gasfiilldruck 130 bar
Diyafram haznesi >1,0 | gaz hacmi igin CE isareti

Siparisle ilgili bilgiler
Basing deposu depodan bos olarak teslim edilir. Misteri istegine gére N2 dolumu igin ayri masraflar olusur.

Uriin
Gaz hacmi | pmax - pmin A Agirlik

[CED) (kg)

HK OLM 0.075 250 A 1 0,075 250 8:1 210 11 20 64 29 G1/2" 32 0,7
HK OLM 0.16 250 A 1 0,160 250 6:1 210 120 20 75 29 G1/2" 32 1,0
HKOLM 0.16 250 ECOA 2 0,160 250 6:1 210 120 20 75 29 G1/2" 32 1,0
HKOLM 0.32 210 A 1 0,320 210 8:1 175 140 20 95 29 G1/2" 32 1,7
HKOLM0.32 210 ECOA 2 0,320 210 8:1 175 140 20 95 29 G1/2" 32 1,7
HK OLM 0.5 210 A 1 0,500 210 8:1 175 152 22 106 34 G12" 41 2,0
HK OLM 0.75 210 A 1 0,750 210 8:1 175 169 22 124 34 G12" 41 2,9
HK OLM 0.75 350 A 1 0,750 350 8:1 150 169 18 131 34 G12" 41 3,5
HKOLM1.0210 A 1 1,000 210 8:1 170 180 22 136 34 G12" 4 3,5
HKOLM 1.4 140 A 1 1,400 140 8:1 120 191 22 147 34 G1/2" 41 4,2
HKOLM 1.4 210 A 1 1,400 210 8:1 120 191 22 148 34 G12" 41 4,2
HK OLM 2.0 100 A 1 2,000 100 8:1 80 240 22 144 34 G1/2" 41 3,5
HK OLM 2.0 250 A 1 2,000 250 6:1 140 251 22 155 33 G3/4" 4 7,5
HK OLM 2.8 250 A 1 2,800 250 6:1 140 268 21 169 32 G34" 4 9,0
HKOLM 2.8 250 ECOA 2 2,800 250 6:1 140 268 21 169 32 G34" 4 9,0
HK OLM 3.5 250 A 1 3,500 250 4:1 140 307 22 169 32 G3/4" 4 11,0

Tip 1: Standart — Tip 2: DusUk sicaklik strimi - p0 — gaz doldurma basinci — pmax - pmin - depo calistirildiginda izin verilen basing dalgalanmasi

Aksesuar
HK ADA S Basing deposu igin 6lgme adaptorl

Titiz kontrole ragmen hatalar énlenemez ve sorumluluk altinda birakmayan bilgiler hakkinda hi¢bir sorumluluk kabul edilmez.
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