HK PFE
Kanat Hicresi Pompas! HANSAVFLEX

Ozellikler -

Model saga dogru

Aciklama
Hidrolik yaginin akiskanligi 24 mmz2/sn ve 40°C olan 1500 d/dak igin performans verileri

Agiklama

Rotor girisinde 12 kanatl sabit pompalar

Yuksek basingli isletim igin hidrolik eksenel bosluk dengelemesi
diuslk gurultt seviyesi

Uriin

210 barda Basing Emme

Qmax max. baglantisi kavramasi

SAE SAE

(L/min)
HKPFE 31016 1DT 16,5 210 800 2800 23 16 19,05 1345  3/4" 1.1/4" 825 16 73,0 11,1 9,00
HKPFE310221DT 21,6 210 800 2800 30 23 1905 1345  3/4" 1.1/4" 825 16 73,0 11,1 9,00
HKPFE 31028 1DT 28,0 210 800 2800 40 33 19,05 1345  3/4" 1.1/4" 825 16 73,0 111 9,00
HKPFE 31036 1DT 356 210 800 2800 51 43 19,05 1345  3/4" 1.1/4" 825 16 73,0 111 9,00
HK PFE 41045 1DT 450 210 800 2500 64 57 2222 1600 1" 1.1/2" 1016 146 1070 143 14,00
HK PFE 41 056 1DT 55,8 210 800 2500 80 72 2222 1600 1" 1.1/2" 1016 146 1070 143 14,00
HKPFE 410701DT 69,9 210 800 2500 101 91 2222 1600 1" 1.1/2" 1016 146 1070 143 14,00
HK PFE 41085 1DT 85,3 210 800 2000 124 114 2222 1890 1" 1.1/2" 1016 146 1070 143 14,00
HK PFE 51 150 1IDT 1500 210 800 1800 215 197 31,75 1865  1.1/4" 2" 1270 181 1435 175 26,00
HK PFE 52 090 3DT 90,0 250 1000 2000 128 111 34,88 189,0 1.1/4" 2" 127,0 181 143,5 17,5 32,14
HK PFE 52 110 3DT 1096 250 1000 2200 157 138 348 1890 1.1/4" 2" 1270 181 1435 175 3214
HK PFE 52 129 3DT 129,2 250 1000 2200 186 163 34,88 189,0 1.1/4" 2" 127,0 181 143,5 175 32,14

VFU = tur basina besleme hacmi — n = Devir sayisi

Titiz kontrole ragmen hatalar 6nlenemez ve sorumluluk altinda birakmayan bilgiler hakkinda higbir sorumluluk kabul edilmez.
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