HK PVPC
Eksenel Piston Pompasi PVPC HANSA[/FLEX
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Aciklama
Siriim "C" = manuel basing regilatérli pompa
Surdim "CH" = manuel basing regulatorli ve kumanda basinci tahliyeli (havalandirma) pompa, 3/2 yollu manyetik valf 24 VDC, NO

Aciklama

Besleme hacmi ayarlanabilir pompalar

diuslk gurultt seviyesi

manuel olarak ayarlanabilir basing regulatort

Poyra yayl mil (29 cm3 igin 22,22; 45 cm3 igin 25,38; 73 ve 90 cm3 igin 31,75)
Donds istikameti: saga dogru

Uriin
Emme Basing A

kavramasi SAE baglantisi SAE

HKPVPC C30291D 29 600 3000 280 350 1.1/4" 3/4" 216 1827 1162 1016 174 146 885 117 18
HKPVPCC40461D 46 600 2600 280 350 1.1/2" 1" 248 2060 1395 1016 174 146 97,5 125 24
HKPVPCC50731D 73 600 2200 280 350 2" 1.1/4" 276 2350 1580 1270 213 180 1125 139 35
HKPVPCC50901D 9 600 2200 250 315 2" 1.1/4" 276 2350 1580 1270 213 180 1125 139 35
HKPVPCCH30291D 20 600 3000 280 350 1.1/4" 3/4" 216 1827 1162 1016 174 146 88,5 144 18
HKPVPCCH40461D 46 600 2600 280 350 1.1/2" 1" 248 2060 1395 1016 174 146 97,5 153 24
HKPVPCCHS50731D 73 600 2200 280 350 2" 1.1/4" 276 2350 1680 1270 213 180 1125 166 35
HKPVPCCH50901D 90 600 2200 250 315 2" 1.1/4" 276 2350 1680 1270 213 180 1125 166 35

VFU = tur basina besleme hacmi — p2 = Galisma basinci — p3 = Azami basing — n = Devir sayisi

Aksesuar
HK PVPC CONTROL Venting valve unit

Titiz kontrole ragmen hatalar énlenemez ve sorumluluk altinda birakmayan bilgiler hakkinda hi¢bir sorumluluk kabul edilmez.
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