HK SH
ici bos piston silindiri 700 bar HANSA[/FLEX

Ozellikler

——
Model Sertlestiriimis silindir basi
Sert kromlu piston
Yayl geri gekme
Calisma basinci  maks. 700 bar .

Malzeme Celik

Teslimat kapsami  hizli kavrama mansonu 3/8"-18 NPT ile

Aciklama

Attention: Please observe separate safety precautions for working with 700 bar equipment (see technical information)!

Agiklama

Basing ve gekme galistirmasi igin i¢i bos piston silindirleri kullanilir.
Silindir mahfazasindaki mil sayesinde basit baglanti

Kirlenmeyi 6nlemek igin piston siyirma halkalari

Degistirilebilir yerlestirme basligi

Uriin
Dar- Yiz- A B C

be ey

(mm) (cm2) (mm) (mm) (mm) (mm) (mm) (mm)

HK SH 01204 121,0 12 40 17,6 124 164 20,5 75 55 40 19 2.3/4" -16 30 25 55 M28 x 1,5 7 5/16" -18 50,8 12 70 4,0

HK SH 01208 121,0 12 76 17,6 176 252 20,5 75 55 40 19 2.3/4" -16 30 2,5 55 M28 x 1,5 18 5/16" -18 50,8 12 134 4.8
HKSH 02215 2170 22 150 320 318 468 270 105 75 56 23 37/8"-12 38 25 48 1.9/16"16 8 3/8"-16 83,0 15 474 180
HK SH 03006 301,8 30 064 44,0 197 261 334 120 90 68 26 4.1/2" 12 42 4,0 55 1.13/16" -16 22 3/8" -16 92,2 17 281 13,2
HK SH 03015 301,8 30 150 44,0 322 472 33,0 120 90 68 26 4.1/2" 12 42 4,0 55 1.13/16" -16 9 3/8" -16 92,0 17 660 235
HK SH 06008 578,2 60 76 84,2 253 329 54,0 165 125 95 31 6.1/4" -12 48 4,0 80 2.3/4" -16 22 1/2" 13 130,3 14 640 32,3

Titiz kontrole ragmen hatalar énlenemez ve sorumluluk altinda birakmayan bilgiler hakkinda hi¢bir sorumluluk kabul edilmez.
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