HK SMX
Yassi silindir 700 bar, yayh geri gekmeli basit etkili HANSA[/FLEX

Ozellikler

Model Sertlestiriimis silindir basi
Sert kromlu piston
maks. kaldirma 16 mm
Yayl geri gekme

Calisma basinci  maks. 700 bar .

Malzeme Celik

Teslimat kapsami  hizli kavrama mansonu 3/8"-18 NPT ile

Aciklama

Attention: Please observe separate safety precautions for working with 700 bar equipment (see technical information)!

Agiklama

Yassi silindirler, kompakt konstriiksiyonu maksimum kaldirmayla baglantili olarak birlestirir. Dar alan kosullari igin idealdir.
Kilavuz halkalarina yan kuvvet aktariimamasina dikkat edilmesi gerekir.

Yassi, kompakt model

Sabit kullanim igin sabitleme delikleri

Uriin
Yiizey Agirlik
(cm2) (kg)
HK SMX 00406 43,8 4 6 6,4 32,5 38,5 41 25 5,5 28 4 0,85
HK SMX 00416 43,8 4 16 6,4 42,5 58,5 41 25 5,5 28 11 1,20
HK SMX 01011 99,7 10 11 14,5 43,0 54,0 56 38 6,5 37 16 1,60
HK SMX 02211 227,8 22 11 33,2 52,0 63,0 80 57 9,0 50 37 2,80
HK SMX 03013 287,3 30 13 41,8 59,0 72,0 95 60 11,0 52 55 4,10
HK SMX 05016 486,5 50 16 70,9 68,0 84,0 114 78 13,0 67 114 6,60
HK SMX 07516 7129 75 16 103,8 79,0 95,0 140 95 13,0 75 167 12,50
HK SMX 10016 9536 100 16 138,9 87,0 103,0 158 108 13,0 76 223 15,00
HK SMX 15016 1450,0 150 16 211,2 100,0 116,0 194 134 13,0 117 338 25,00
Aksesuar
NY 2100 Termoplast yiiksek basingh hortum
GKS Lastik kivirma korumasi
PNY 2100 HN  Pres nipeli, AGN
PHY 2100 Pres yuvasi, NY 2100

SKL HN SP Vida kavramasi gevsek yarisi
SKL ZUBS SP  SKL..SP igin toz korumasi
SKF IN SP Vida kavramasi sabit yarisi
SKF ZUBS SP  SKF..SP igin toz korumasi

Titiz kontrole ragmen hatalar 6nlenemez ve sorumluluk altinda birakmayan bilgiler hakkinda higbir sorumluluk kabul edilmez.
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