HK V0 12
Basing Ayar Valfi V012 HANSA[/FLEX

Ozellikler HKVO12
Model dogrudan kumandah  HES | D 0 [
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Malzeme Mahfaza: Galvanize gelik ¥

Celik i¢ parcalar
Caligma basinci  maks. 300 bar .
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Aciklama
Bu valflarin uygulama durumuna gére ayarlanmasi gerekir.
1/4" valflarda 6lgme baglantisi planlanmamistir.

Uriin
Baglanti P + T Basing ayarlama alani bar Q max. Agirlik
(L/min) (kg)

HK V0 12 050 03 G 1/4" 10 - 50 25 30 52 97 40 0,53
HK V0 12 180 03 G 1/4" 10-180 25 30 52 97 40 0,53
HK V0 12 300 03 G 1/4" 80 - 300 25 30 52 97 40 0,53
HK V0 12 050 06 G 3/8" 10-50 40 40 72 141 40 0,86
HK V0 12 100 06 G 3/8" 20 -100 40 40 72 141 40 0,86
HK V0 12 180 06 G 3/8" 10-180 40 40 72 141 40 0,86
HK V0 12 250 06 G 3/8" 50 - 250 40 40 72 141 40 0,86
HK V0 12 300 06 G 3/8" 80 - 300 40 40 72 141 40 0,86
HK V0 12 050 08 G 1/2" 10 - 50 55 45 77 146 45 1,10
HK V0 12 100 08 G 1/2" 20-100 55 45 77 146 45 1,10
HK V0 12 180 08 G1/2" 10 - 180 55 45 77 146 45 1,10
HK V0 12 250 08 G1/2" 50 - 250 55 45 77 146 45 1,10
HK V0 12 300 08 G1/2" 80 - 300 55 45 77 146 45 1,10
HK V0 12 050 12 G 3/4" 10- 50 90 50 92 161 50 1,30
HK V0 12 100 12 G 3/4" 20-100 90 50 92 161 50 1,30
HK V0 12 180 12 G 3/4" 10-180 90 50 92 161 50 1,30
HK V0 12 250 12 G 3/4" 50 - 250 90 50 92 161 50 1,30
HK'V0 12 300 12 G 3/4" 80 - 300 90 50 92 161 50 1,30

Titiz kontrole ragmen hatalar 6nlenemez ve sorumluluk altinda birakmayan bilgiler hakkinda higbir sorumluluk kabul edilmez.
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