HK W / HK X
£l pompast 700 bar HANSAVFLEX

Ozellikler

Model dahili basing sinirlama valfi

Calisma basinci  maks. 700 bar .
Baglantilar 3/8" NPT i¢ mil

Aciklama

Basit etkili silindirleri calistirmak icin "W" el pompalari, bir baglanti

Cift etkili silindirleri calistirmak icin kumanda valfli "X" el pompalari,

iki baglanti

Attention: Please observe separate safety precautions for working with 700 bar equipment (see technical information)!

Aciklama
Blyuk yagd hacimlerine sahip silindirler i¢in 2 kademeli pompalarin kullaniimasi 6nerilir.
El kolu durdurmadan sonra tasima kulpu olarak kullanilabilir.

Uriin
kullanilabilir yag Kadem- Kademe 1 Kademe 2 Basin¢ kademe Basin¢ kademe A

hacmi eler hacmi max. hacmi max. 1 max. 2 max.
(cc) (cc) (cc) (CED) (bar) (mm)

HK W 10707 660,0 1 2,6 - 700 - 500 100 150 40 560 5,0
HK W 20707 660,0 2 8,1 2,0 20 700 500 100 150 40 560 5,0
HKW 11207 1200,0 1 2,6 - 700 - 545 100 175 40 560 6,0
HKW 21207 1200,0 2 8,1 2,0 20 700 545 100 175 40 560 6,0
HK W 22307 2200,0 2 13,2 2,2 20 700 560 106 210 55 560 11,0
HK X 02307 2200,0 2 13,2 2,2 20 700 625 106 210 55 560 14,0
Aksesuar

NY 2100 Termoplast yiiksek basingh hortum

GKS Lastik kivirma korumasi

PNY 2100 HN  Pres nipeli, AGN

PHY 2100 Pres yuvasi, NY 2100

SKL HN SP Vida kavramasi gevsek yarisi
SKL ZUBS SP  SKL..SP igin toz korumasi
SKF IN SP Vida kavramasi sabit yarisi
SKF ZUBS SP  SKF..SP igin toz korumasi

Titiz kontrole ragmen hatalar énlenemez ve sorumluluk altinda birakmayan bilgiler hakkinda hi¢bir sorumluluk kabul edilmez.
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