B NWO-KR
Piston Contast, B-NWO-KR HANSAVFLEX

Ozellikler

Model Piston contasi

Caligsma basinci  maks. 500 bar

o

Kayma hizimax. 0,5m/s

i _
5 e
Sicakik min. 30 °C f : ¢
Sicaklik max. 110 °C I At
Akigkanlar Mineral yaglar Toleranz f Tolerance | : e
Su emidilsiyonlari D[ d L] R[P[e|a@ [E| | | -
Montaj tek pargali pistonlarda Hi1120,0820,2 140,050,140, 1/£0,06;£0,1 - )

Malzeme (1) Kilavuz halkasi: Asetal recine R
(2) Conta: dokusu takviyeli NBR
(4) Emniyet halkasi: Asetal regine

Uygulama Hidrolik

Aciklama
Az yer ihtiyaci
yuksek ekstriizyon direnci

Siparigle ilgili bilgiler
Ozel isletme kosullarinda (sivi, sicaklik, basing ...) liitfen bizimle irtibata gegin.
Farkli madde mimkiindar: FPM.

Urin
Tanim TR d L G E R Q

(mm) (mm) (mm) (mm) (mm) (mm) (mm)
B 177 118-NWO-KR 45,0 30 9,5 6,35 3,10 40,40 25,80
B 196 118-NWO-KR 50,0 30 14,5 6,35 3,35 44,30 25,80
B 216 157-1-NWO-K 55,0 40 11,0 6,35 3,10 50,40 35,80
B 236 157-NWO-KR 60,0 40 14,5 6,35 3,35 54,16 36,10
B 248 177-NWO-KR 63,0 45 11,0 6,35 3,10 58,40 40,84
B 275 196-NWO-KR 70,0 50 14,5 6,35 3,35 64,20 45,84
B 314 236-NWO-KR 80,0 60 14,5 6,35 3,35 74,30 55,80
B 354 275-NWO-KR 90,0 70 14,5 6,35 3,35 84,15 66,10
B 393 314-NWO-KR 100,0 80 14,5 6,35 3,35 94,15 75,84
B 411 334-NWO-KR 104,5 85 13,0 6,35 3,35 98,90 81,10
B 433 354-1-NWO-K 110,0 90 13,0 6,35 3,10 104,15 85,90
B 452 374-NWO-KR 115,0 95 14,5 6,35 3,35 109,90 90,50
B 492 413-NWO-KR 125,0 105 12,5 6,35 3,35 119,15 101,00
B 629 551-1-NWO-K 160,0 140 14,0 6,35 3,20 154,30 136,00

Titiz kontrole ragmen hatalar 6nlenemez ve sorumluluk altinda birakmayan bilgiler hakkinda higbir sorumluluk kabul edilmez.
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