CH2
Tavan Mansonu, CH2 HANSA[/FLEX

Ozellikler

Model Cubuk tavan mansonu

Caligsma basinci  maks. 500 bar

Kayma hizimax. 0,5m/s
Sicaklik min. -30 °C
Sicaklik max. 110 °C

Akigkanlar Mineral yaglar Toleranz / Tolerance
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Malzeme (1) Basing halkasi: sert dokuyla takviyeli NBR ] e = 0,15 mm

(2) Tavan mansonu: 2 x NBR + 3 x dokusu
guclendirilmis NBR
(3) Destek pulu: Asetal regine / PTBR

Uygulama Hidrolik

Agiklama

sicakhga karsi yiksek direng

Basing darbeleri gibi agir calisma kosullari igin.
Guglu titresimler, kot yuzeyler.

Siparisle ilgili bilgiler

istek halinde farkli élgiler sunulabilir

Ozel isletme kosullarinda (sivi, sicaklik, basing ...) liitfen bizimle irtibata gegin.
Farklh madde mimkindur: FPM.

Uriin
Tanim d TR L
(mm) (mm) (mm)
CH2-020 20,00 32,0 22,5
CH2-022 22,00 34,0 22,5
CH2-025 25,00 40,0 22,5
CH2-028 28,00 43,0 22,5
CH2-030 30,00 45,0 22,5
CH2-032 32,00 47,0 22,5
CH2-035 35,00 50,0 22,5
CH2-036 36,00 51,0 22,5
CH2-040 40,00 55,0 22,5
CH2-042 42,00 57,0 22,5
CH2-045 45,00 65,0 27,5
CH2-050 50,00 70,0 30,0
CH2-055 55,00 75,0 30,0
CH2-056 56,00 76,0 37,0
CH2-060 60,00 80,0 37,0
CH2-063 63,00 83,0 37,0
CH2-065 65,00 85,0 40,0
CH2-070 70,00 90,0 40,0
CH2-075 75,00 95,0 40,0
CH2-080 80,00 100,0 40,0
CH2-090 90,00 110,0 40,0
CH2-100 100,00 120,0 40,0
CH2-110 110,00 130,0 40,0
CH2-120 120,00 145,0 50,0
CH2-125 125,00 150,0 46,0
CH2-140 140,00 165,0 46,0
CH2-160 160,00 190,0 60,0
CH2-180 180,00 210,0 60,0
CH2-200 200,00 230,0 60,0

Titiz kontrole ragmen hatalar énlenemez ve sorumluluk altinda birakmayan bilgiler hakkinda hi¢bir sorumluluk kabul edilmez.
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