DDEM

Piston Contasi, DDEM

HANSAVFLEX

Ozellikler
Model

Piston somun halkasi

Calisma basinci

maks. 80 bar

Kayma hizi max.

0,5m/s

Model Metrik 6l¢i birimleri
Sicaklik min. -30 °C
Teleranz f Telerance
Sicaklik max. 100 °C D d L
Akigkanlar Mineral yaglar H3feg | h9 +0,50
Su-hava [1]
Montaj tek pargal pistonlarda A
cok pargal pistonlarda B

Malzeme 75° Shore A NBR
Uygulama Hidrolik + pnédmatik
Agiklama
az slrtinmeli conta.
Basit ¢ozim.
Siparisle ilgili bilgiler
Capi1 20 ila 510 mm olan contalari kisa siirede imal edebiliriz.
Uriin
Tanim TR d L H

(mm) (mm) (mm) (mm)
DDEM 12 06 12,0 6,00 4,5 4,00
DDEM 16 10 16,0 10,00 4,5 4,00
DDEM 20 12 20,0 12,00 6,0 5,50
DDEM 25 17 25,0 17,00 6,0 5,50
DDEM 32 24 32,0 24,00 6,0 5,50
DDEM 40 30 40,0 30,00 7,5 7,00
DDEM 50 40 50,0 40,00 7.5 7,00
DDEM 55 45 55,0 45,00 7,5 7,00
DDEM 60 50 60,0 50,00 7,5 7,00
DDEM 63 53 63,0 53,00 7,5 7,00
DDEM 65 55 65,0 55,00 7,5 7,00
DDEM 70 58 70,0 58,00 9,5 8,50
DDEM 75 63 75,0 63,00 9,5 8,50
DDEM 80 68 80,0 68,00 9,5 8,50
DDEM 85 73 85,0 73,00 9,5 8,50
DDEM 90 78 90,0 78,00 9,5 8,50
DDEM 100 088 100,0 88,00 9,5 8,50
DDEM 105 093 105,0 93,00 9,5 8,50
DDEM 110 098 110,0 98,00 9,5 8,50
DDEM 120 105 120,0 105,00 11,0 10,00
DDEM 125 110 125,0 110,00 11,0 10,00
DDEM 140 125 140,0 125,00 11,0 10,00
DDEM 150 135 150,0 135,00 11,0 10,00
DDEM 160 145 160,0 145,00 11,0 10,00
DDEM 180 160 180,0 160,00 15,0 14,00
DDEM 200 180 200,0 180,00 15,0 14,00
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Titiz kontrole ragmen hatalar 6nlenemez ve sorumluluk altinda birakmayan bilgiler hakkinda higbir sorumluluk kabul edilmez.
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