E-GTP
Piston Kilavuzu, E-GTP HANSA[/FLEX

Ozellikler
Kayma hizi max. 1,0 m/s .
DIN 53454'e gore basing saglamligi(N/mm2) 270 N/mm2 ‘ \\ | I
Yiizey presi 35 N/mm2 :
Sicaklik min. -40°C 2\53
Sicaklik max. 120 °C Teleranz / Tolerance %
Akigkanlar Mineral yaglar D d L
+0,20

i o H9 2
Montaj somuna yerlestirin 0
Malzeme Fenol regine yun dokusu
Aciklama

Capraz kuvvetin hesaplanmasi; F=pxD xL xn
F= maksimum capraz kuvvet (N)

p= maksimum ylizey presi (N/mm2)

D x L= yansitilan alan (mm2)

n= halka sayisi

Aciklama

basit montaj somununu diizenleme ve montaj
disuk surtinme katsayisi.

ylksek tasima kapasitesi

Uriin
Tanim TR o] L
(mm) (mm) (mm)
EGTP 250 970 600 A 60 55 9,7
EGTP 250 970 700 A 70 65 9,7
EGTP 251 500 550 A 55 50 15,0
EGTP 251 500 750 A 75 70 15,0
EGTP 251 500 850 A 85 80 15,0
EGTP 251 500 900 A 90 85 15,0
EGTP 251 500 950 A 95 90 15,0
EGTP 251 501 200 A 120 115 15,0
EGTP 302 500 900 A 90 85 15,0
EGTP 302 501 000 A 100 94 25,0
EGTP 303 001 200 A 120 114 30,0
EGTP 303 001 500 A 150 144 30,0
EGTP 353 001 300 A 130 123 30,0
EGTP 353 501 400 A 140 133 35,0
EGTP 353 501 500 A 150 143 35,0
EGTP 501 501 000 A 100 90 15,0
EGTP 501 501 100 A 110 100 15,0
EGTP 501 501 200 A 120 110 15,0
EGTP 501 501 300 A 130 120 15,0
EGTP 501 501 500 A 150 140 15,0
EGTP 501 621 000 A 100 90 16,2
EGTP 501 621 100 A 110 100 16,2
EGTP 501 621 200 A 120 110 16,2
EGTP 501 621 300 A 130 120 16,2
EGTP 501 621 400 A 140 130 16,2
EGTP 501 621 500 A 150 140 16,2
EGTP 502 321 600 A 160 150 23,2
EGTP 502 321 800 A 180 170 23,2

Titiz kontrole ragmen hatalar 6nlenemez ve sorumluluk altinda birakmayan bilgiler hakkinda higbir sorumluluk kabul edilmez.
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