TDO
Komple Piston TDO HANSAVFLEX

Ozellikler - D -

Model Komple piston | P | T+

Calisma basinci  maks. 40 bar b % 4 i | 4 ‘

Kayma hizimax. 0,5m/s : - ) ;

Sicaklik min.  -30 °C 1 e .
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Akigkanlar Mineral yaglar D d E ! ;f‘ ! -
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Montaj lastik kenarini piston gubugu kenarina itin ve disk ve g : i
somun ile sabitleyin. K=02E

Malzeme 85° Shore A NBR, ¢elik gekirdekli !

Uygulama Hidrolik

Aciklama

Komple piston.

Siparisle ilgili bilgiler
Ozel isletme kosullarinda (sivi, sicaklik, basing ...) liitfen bizimle irtibata gegin.
Farkli madde mimkindur: FPM.

Oriin
Tanim TR d P E e
(mm) (mm) (mm) (mm) (mm)
TDO 26 26 8,2 15,0 22 3,0
TDO 30 30 8,2 16,0 22 3,0
TDO 35 35 82 20,0 26 3,0
TDO 40 10 10,2 20,0 22 3,0
TDO 45 45 10,2 22,0 25 4,0
TDO 50 50 10,2 27,0 25 4,0
TDO 55 55 10,2 32,0 25 4,0
TDO 60 60 12,2 37,0 26 4,0
TDO 63 63 12,2 40,0 25 4,0
TDO 70 70 12,2 44,0 30 5,0
TDO 80 80 12,2 54,0 30 5,0
TDO 100 100 12,2 72,0 35 6,0
TDO 110 110 12,2 78,0 40 6,0
TDO 115 115 20,2 83,0 30 8,0
TDO 125 125 20,2 85,0 40 8,0
TDO 140 140 20,2 100,0 40 10,0
TDO 150 150 20,2 105,0 40 10,0
TDO 200 200 20,2 146,0 40 10,0
TDO 250 250 30,2 200,0 40 12,0
TDO 300 300 35,2 250,0 40 12,0

Titiz kontrole ragmen hatalar énlenemez ve sorumluluk altinda birakmayan bilgiler hakkinda hi¢bir sorumluluk kabul edilmez.
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