TDOP
Komple Piston TDOP HANSA[/ FLEX

Ozellikler D

Model Komple piston - P - + | 4

Galigma basinci  maks. 10 bar | . 4 N 3

Kayma hizimax. 1,0 m/s % — ] — % § l i

Sicaklik min.  -30°C ' ;_ﬁ e a f’é

Sicaklik max. 110°C Toleranz [/ Tolerance ?_% I

Akigkanlar Mineral yaglar D d E : i -
Su-hava H11| 8 | £0,50 | ' x

Montaj lastik kenarini piston gubugu kenarina itin ve disk ve 2 7 .
somun ile sabitleyin. K=02E

Malzeme 85° Shore A NBR, ¢elik gekirdekli

Uygulama Pnématik

Aciklama

Tolerans: D= H11; d=f8; E= +/-0,5

Aciklama

Komple piston.

Siparigle ilgili bilgiler
Ozel isletme kosullarinda (sivi, sicaklik, basing ...) liitfen bizimle irtibata gegin.
Farkli madde mimkundur: FPM, EPDM.

Uriin
Tanim TR d P E e
(mm) (mm) (mm) (mm) (mm)
TDOP 25 25 8 15,6 12 3,8
TDOP 32 32 8 20,0 15 3,8
TDOP 40 40 10 27,0 18 4,8
TDOP 50 50 10 37,0 18 4,8
TDOP 60 60 12 43,0 22 6,0
TDOP 63 63 12 43,0 22 6,0
TDOP 063-1 63 16 43,0 22 6,0
TDOP 65 65 12 43,0 25 6,0
TDOP 70 70 12 50,0 25 6,0
TDOP 80 80 16 55,0 24 6,0
TDOP 100 100 20 75,0 26 7,0
TDOP 125 125 20 95,0 26 9,6
TDOP 160 160 27 129,0 30 10,8
TDOP 200 200 27 169,0 35 11,4

Titiz kontrole ragmen hatalar énlenemez ve sorumluluk altinda birakmayan bilgiler hakkinda hi¢bir sorumluluk kabul edilmez.
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