UWR-P
Cift Styirici, UWR-P HANSA[/ FLEX
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Montaj Siyiriciyr bébrek seklinde sekillendirin ve giris d D L c P

somununa bastirin hi1 +0,20 | +0,10 | +0,20
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Aciklama

basit montaj
conta odasindaki sizan yagi da siyirir

Uriin
Tanim d TR L C
(mm) (mm) (mm) (mm)
UWR-P 12 12 18,6 3,8 15,0
UWR-P 18 18 24,6 3,8 21,0
UWR-P 20 20 28,6 53 23,0
UWR-P 22 22 30,6 53 25,0
UWR-P 24 24 32,6 53 27,0
UWR-P 25-1 25 25,0 4,0 27,5
UWR-P 25 25 33,6 53 28,0
UWR-P 28-1 28 28,0 5,0 31,0
UWR-P 28 28 36,6 53 31,0
UWR-P 30 30 38,6 53 33,0
UWR-P 32 32 40,6 53 35,0
UWR-P 35-1 35 35,0 5,0 38,0
UWR-P 35 35 43,6 53 38,0
UWR-P 36 36 44,6 53 39,0
UWR-P 40 40 48,6 53 43,0
UWR-P 45 45 53,6 53 48,0
UWR-P 50-1 50 50,0 5,0 53,0
UWR-P 50 50 58,6 53 53,0
UWR-P 55 55 63,6 53 58,0
UWR-P 56 56 64,6 53 59,0
UWR-P 60 60 68,6 53 63,0
UWR-P 63 63 71,6 53 66,0
UWR-P 65 65 73,6 53 68,0
UWR-P 70 70 78,6 53 73,0
UWR-P 75 75 83,6 53 78,0
UWR-P 80 80 88,6 53 83,0
UWR-P 85 85 97,2 7.1 91,0
UWR-P 90-1 90 90,0 6,0 93,0
UWR-P 90 90 102,2 7.1 96,0
UWR-P 100 100 112,2 7.1 106,0
UWR-P 110 110 122,2 7.1 116,6

Titiz kontrole ragmen hatalar énlenemez ve sorumluluk altinda birakmayan bilgiler hakkinda hi¢bir sorumluluk kabul edilmez.
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