WR FUEHRUNG

HANSAVFLEX

N

j

Kilavuz, WR

Ozellikler

Model Cift kilavuz halkasi

Kayma hizi max. 5,0 m/s

Yizey presi 20°C igin 15 N/mm2; 100°C igin 10 N/mm3

Sicaklik min. -30°C *?ii
Sicaklik max. 110 °C

Akigkanlar Mineral yaglar

Montaj somuna yerlestirin
Malzeme Asetal regine + cam elyafi
Aciklama

Capraz kuvvetin hesaplanmasi; F=pxD xL xn
F= maksimum capraz kuvvet (N)

p= maksimum ylizey presi (N/mm2)

D x L= yansitilan alan (mm2)

n= halka sayisi

Aciklama
basit montaj somununu diizenleme ve montaj
ylksek tasima kapasitesi

¢ogu ebatta disiik asinma faktérl ve dusik (0,05 ile 0,1 arasinda) sirtinme katsayisi sunulabilir.

Siparisle ilgili bilgiler

Cap1 20 ila 510 mm olan kilavuz halkalarini kisa stirede imal edebiliriz.

Uriin
Tanim d TR TR L
(mm) (mm) (mm) (mm)
WR 16-0 16 19,1 - 4,0
WR 20 20 - 25 5,6
WR 20-1 20 - 25 9,7
WR 22 22 27,0 - 5,6
WR 22-1 22 27,0 - 9,7
WR 25-1 25 - 30 9,7
WR 27 27 - 32 5,6
WR 30 30 - 35 5,6
WR 25 25 30,0 - 5,6
WR 30-1 30 - 35 9,7
WR 27-1 27 32,0 - 9,7
WR 32 32 - 37 5,6
WR 28 28 33,0 - 5,6
WR 35 35 - 40 5,6
WR 35-1 35 - 40 9,7
WR 28-1 28 33,0 - 9,7
WR 36-1 36 - 41 9,7
WR 32-1 32 37,0 - 9,7
WR 40 40 - 45 5,6
WR 36 36 41,0 - 5,6
WR 40-1 40 - 45 9,7
WR 40-2 40 45,0 - 15,0
WR 45 45 - 50 5,6
WR 45-1 45 - 50 9,7
WR 43 43 48,0 - 5,6
WR 50 50 - 55 5,6
WR 50-1 50 - 55 9,7
WR 45-2 45 50,0 - 15,0
WR 55-1 55 - 60 9,7
WR 47 47 52,0 - 5,6
WR 56-1 56 - 61 9,7
WR 47-1 47 52,0 - 9,7
=
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WR FUEHRUNG
Kilaviz, WR HANSAVFLEX

Uriin
Tanim d TR TR L
(mm) (mm) (mm) (mm)
WR 58 58 - 63 5,6
WR 50-2 50 55,0 - 15,0
WR 55 55 60,0 - 5,6
WR 63 63 - 68 5,6
WR 56 56 61,0 - 5,6
WR 58-1 58 - 63 9,7
WR 63-1 63 - 68 9,7
WR 60 60 - 65 5,6
WR 60-1 60 - 65 9,7
WR 60-2 60 65,0 - 15,0
WR 65 65 - 70 5,6
WR 65-1 65 - 70 9,7
WR 67 67 - 75 5,6
WR 67-1 67 72,0 - 9,7
WR 70 70 - 75 5,6
WR 70-1 70 - 75 9,7
WR 70-2 70 75,0 - 15,0
WR 70-3 70 75,0 - 20,0
WR 75 75 - 80 5,6
WR 72-1 72 77,0 - 9,7
WR 75-1 75 - 80 9,7
WR 75-2 75 80,0 - 15,0
WR 80-1 80 - 85 9,7
WR 80-2 80 85,0 - 15,0
WR 85 85 - 90 5,6
WR 80 80 85,0 - 5,6
WR 85-1 85 - 90 9,7
WR 83-2 83 88,0 - 15,0
WR 85-2 85 90,0 - 15,0
WR 95 95 - 100 5,6
WR 90-1 90 - 95 9,7
WR 90 90 95,0 - 5,6
WR 95-1 95 - 100 9,7
WR 92-4 92 97,0 - 25,0
WR 95-2 95 100,0 - 15,0
WR 100-2 100 105,0 - 15,0
WR 100 100 105,0 - 5,6
WR 100-1 100 105,0 - 9,7
WR 105-2 105 110,0 - 15,0
WR 105-1 105 110,0 - 9,7
WR 110-2 110 115,0 - 15,0
WR 110-1 110 115,0 - 9,7
WR 115-1 115 120,0 - 9,7
WR 120-2 120 125,0 - 15,0
WR 120 120 125,0 - 5,6
WR 120-1 120 - 125 9,7
WR 125-2 125 130,0 - 15,0
WR 135-2 135 140,0 - 15,0
WR 155-2 155 160,0 - 15,0
WR 195-2 195 200,0 - 15,0
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