INDU WAS SD
Emis Basing¢li Su Hortumu HANSA[/FLEX

Ozellikler

Kullanim Alani  Algak basingli emis ve basing sistemleri PSSR W0UHAS 50 p 10, g e
Sanayi ve yapi sektori

Standart 1ISO 1307

I¢ Kat Dogal ve sentetik lastik

Takviye Kat yirtiimaya karsi cok dayanikli, sentetik kumas i¢
kaplamasi ve gelik tel spirali

Dis Kat sentetik lastik
Renk siyah
Sicaklik min. -25°C
Sicaklik max. 70 °C

Akigkanlar Su
Uriin

Discap EtKalnligi Calisma basinci catlama basinci Vakum Bulkme yarigapi min. Bobin uzunlugu

(mm) (mm) (bar) (bar) (bar) (mm) (m)
INDU WAS 25-5 SD 1" 254 35 5,0 10,0 30 0,93 153 40
INDU WAS 32-5 SD 1.1/4" 32,0 42 50 10,0 30 0,93 192 40
INDU WAS 38-5 SD 1.1/2" 38,0 48 50 10,0 30 0,93 228 40
INDU WAS 45-5 SD 1.3/4" 44,5 55 50 10,0 30 0,93 267 40
INDU WAS 51-55SD 2" 51,0 62 55 10,0 30 0,93 306 40
INDU WAS 63-6 SD 21/2" 63,5 75 6,0 10,0 30 0,93 381 40
INDU WAS 70-8 SD 2.3/4" 70,0 86 8,0 10,0 30 0,93 420 40
INDU WAS 76-6.56SD 3" 75,0 89 7,0 10,0 30 0,93 458 40
INDU WAS 102-6.5 SD 4" 1016 115 6,5 10,0 30 0,93 610 40
INDU WAS 127-8.6 SD 5" 127,0 144 8,5 10,0 30 0,93 762 40
INDU WAS 152-8.6 SD 6" 1524 169 8,5 10,0 30 0,93 915 40
INDU WAS 203-10.5SD 8" 203,2 224 10,5 10,0 30 0,93 1219 40
INDU WAS 254-16 SD 10" 2540 275 16,0 10,0 30 0,93 1524 40

Titiz kontrole ragmen hatalar énlenemez ve sorumluluk altinda birakmayan bilgiler hakkinda hi¢bir sorumluluk kabul edilmez.
16.07.2025 HANSA-FLEX AG www.hansa-flex.com 1



