NP 300
Ketenli Basing Hortumu, Takma Sistem HANSA[/FLEX

Ozellikler

Kullanim Alani  Algak basing alani
Geri Donlis Hortumlari
pnématik pilot hatlarinda
Donanim yapisi
Hava, su vs. igin genel kullanim

ig Kat NBR (Nitril) Basis
Takviye Kat tek kat keten Orgii
Dis Kat sentetik lastik

Sicaklik min. -40 °C
Sicaklik max. 100 °C

Akigkanlar Su
Hava
Hidrolik yaglar (mineral yag bazi)
Donmaya karsi koruyucu ¢ozeltiler

Agiklama
basing darbelerinde veya kritik uygulamalar igin uygun degildir
Uriin

Dis cap Calisma basinci gatlama basinci Bikme yarigcapl min.

(mm) (CED) (bar) (mm)
NP 306 6 4 1/4" 6,0 11,9 21,0 84 45 siyah
NP 310 10 6 3/8" 10,0 15,9 21,0 84 75 siyah
NP 313 12 8 1/2" 13,0 19,6 21,0 84 80 siyah
NP 316 16 10 5/8" 16,0 23,9 21,0 84 115 siyah
NP 320 19 12 3/4" 19,0 26,9 21,0 84 135 siyah
NP 306 BL 6 4 1/4" 6,0 11,9 21,0 84 45 mavi
NP 310 BL 10 6 3/8" 10,0 15,9 21,0 84 75 mavi
NP 313 BL 12 8 1/2" 13,0 19,6 21,0 84 80 mavi
NP 316 BL 16 10 5/8" 16,0 23,9 21,0 84 115 mavi
NP 320 BL 19 12 3/4" 19,0 26,9 21,0 84 135 mavi
NP 306 GRN 6 4 1/4" 6,0 11,9 21,0 84 45 yesil
NP 310 GRN 10 6 3/8" 10,0 15,9 21,0 84 75 yesil
NP 313 GRN 12 8 1/2" 13,0 19,6 21,0 84 80 yesil
NP 316 GRN 16 10 5/8" 16,0 23,9 21,0 84 115 yesil
NP 320 GRN 19 12 3/4" 19,0 26,9 21,0 84 135 yesil
NP 306 R 6 4 14" 6,0 11,9 21,0 84 45 kirmizi
NP 310 R 10 6 3/8" 10,0 15,9 21,0 84 75 kirmizi
NP 313 R 12 8 12" 13,0 19,6 21,0 84 80 kirmizi
NP 316 R 16 10 5/8" 16,0 23,9 21,0 84 115 kirmizi
NP 320 R 19 12 3/4" 19,0 26,9 21,0 84 135 kirmizi
NP 306 GRA 6 4 1/4" 6,0 11,9 21,0 84 45 gri
NP 310 GRA 10 6 3/8" 10,0 15,9 21,0 84 75 gri
NP 313 GRA 12 8 12" 13,0 19,6 21,0 84 80 gri

DN = Nominal gap, nominal genislik

Titiz kontrole ragmen hatalar énlenemez ve sorumluluk altinda birakmayan bilgiler hakkinda hi¢bir sorumluluk kabul edilmez.
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