PA 700 SF6 90
Pres Armatiir, SFS 90° Aci HANSAVFLEX

Ozellikler
Kullanim Alani HD 400 Hortumlari igin Presarmatur
Baglanti 1 SAE flans baglantisi 6000 PSI
Sizdirmazlik sekli1  SF-O-Ringli ve diiz alinh
Kisaltma SFS
Standart SAE J518
ISO 6162-2
Baglama Atma Emniyetli (Interlock)

Teslimat kapsami  Pres Nipel + Kabuk

Malzeme Celik
Yiizey korumasi galvaniz kapli
Uriin

Flans buyuklugu Calisma basinci

(bar)

PA 713 SF6 90 12 8 1/2" 1/2" 420,0 31,8 7,7 86,0 46,0
PA 713 SF6 20 90 12 8 1/2" 3/4" 420,0 41,3 8,8 92,5 46,0
PA 716 SF6 13 90 16 10 5/8" 1/2" 420,0 31,8 7,7 108,0 48,0
PA 716 SF6 20 90 16 10 5/8" 3/4" 420,0 41,3 8,8 107,5 52,5
PA 716 SF6 25 90 16 10 5/8" 1" 420,0 47,6 9,5 108,0 57,0
PA 720 SF6 90 19 12 3/4" 3/4" 420,0 41,3 8,8 127,5 62,0
PA 720 SF6 25 90 19 12 3/4" 1" 420,0 47,6 9,6 127,5 68,0
PA 725 SF6 20 90 25 16 1" 3/4" 420,0 41,3 8,8 152,5 70,5
PA 725 SF6 90 25 16 1" 1" 420,0 47,6 9,6 158,0 74,0
PA 725 SF6 32 90 25 16 1" 1.1/4" 420,0 54,0 10,4 156,0 83,5

Titiz kontrole ragmen hatalar énlenemez ve sorumluluk altinda birakmayan bilgiler hakkinda hi¢bir sorumluluk kabul edilmez.
18.01.2026 HANSA-FLEX AG www.hansa-flex.com 1



