WA VCF
Baglanti pargasi ... VCF, Temperguss HANSA[/FLEX

Ozellikler S1.

Kullanim Alani Metal hortumlar igin baglanti armatird "T'".

Baglanti 1 incli dis manson, konik . K

Sizdirmazlik sekli1  diizalin k il
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Uygulama lehimli model, 200 °C’ye kadar sicakliklara karsi J { J Q
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Dizayn diiz N &“\,_\\“ T

Model 3 pargali vida baglantisi ]./ ZAd

Malzeme Temper dékim

Aciklama

Verilen anahtar genislikleri referans degerlerdir!
The specified working pressure PN(bar) relates to the working temperature of -20 °C to 120 °C. At working temperature of 120 °C to 200 °C the
working pressure PN (bar) reduces to 22,7 bar.

Siparigle ilgili bilgiler

istek halinde farkli modeller sunulabilir

Uriin
Tanim DN PN (bar) G1 S1
(mm)
WA 006 VCF 6 25 R 1/4 ing 28,0
WA 013 VCF 13 25 R 1/2 ing 39,0
WA 020 VCF 20 25 R 3/4 ing 48,0
WA 025 VCF 25 25 R 1" 55,0
WA 032 VCF 32 25 R 1.1/4 ing 67,0
WA 040 VCF 40 25 R 1.1/2 ing 74,0
WA 050 VCF 50 25 R 2" 90,0

Urin tiirleri
WA VCF RG  Baglanti pargasi ... VCF, Rotguss, Tung
WA VCF VA Baglanti pargasi ... VCF, Paslanmaz Celik, Paslanmaz celik

Titiz kontrole ragmen hatalar énlenemez ve sorumluluk altinda birakmayan bilgiler hakkinda hi¢bir sorumluluk kabul edilmez.
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