HK EPRM CD
Geroller motoru EPRM HANSAVFLEX

Ozellikler

Baglanti Yag baglantilari: A+ B = G 1/2"; .
sizan yag arkada = G 1/4" 53 .

Model Standart tiir i
Yiksek basing contali tip "CD" L

two hole flange bolt circle 106.4
Mil @ 25mm

Sizan ya§ hattiyla girig ve geri gidig basinci max. 175 bar

11

Uriin

Akis Yutma Devir Devir Basing Pmax. at Pmax. at

max. hacmi sayisi sayisl dususleri 100-300 300-600

min. max. max. rpm rpm

(L/min) (cc) (rpm) (rpm) - (bar) (bar) (CED)
HKEPRM050CD 40 515 10 775 100 140 150 75 50 20 138 68
HKEPRM080CD 60 80,3 10 750 195 175 150 75 50 20 143 6,9
HKEPRM100CD 60 99,8 10 600 240 175 150 75 50 - 147 72
HKEPRM125CD 60 1257 10 475 300 175 150 75 50 - 151 73
HKEPRM160CD 60 1596 10 375 390 175 150 75 50 - 157 75
HKEPRM200CD 60 1998 10 300 385 140 150 75 - - 164 8,0
HKEPRM250CD 60 2501 10 240 390 110 150 75 - - 173 84
HKEPRM315CD 60 3157 10 190 390 90 150 75 - - 184 91
HKEPRM400CD 60 3970 10 150 380 70 150 75 - - 198 98

max. pressure on shaft seal (without leak oil line) or pressure in leak oil line — Sirekli calisma icin tork degerleri ve basing dususleri gegerlidir — pmax. = maks. basing

Aksesuar
HK V0 590  Sok valfi

Yedek Pargalar
HK EP DS  Hidrolik planet motoru igin conta seti

Titiz kontrole ragmen hatalar 6nlenemez ve sorumluluk altinda birakmayan bilgiler hakkinda higbir sorumluluk kabul edilmez.
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