HK EPM CD
Gerotor motoru EPM HANSAVFLEX

Ozellikler o T w

Baglanti Yag baglantilari: A+ B =G 1/2"; ' v -
sizan yag = G 1/4" 3 bl

Model Standart tiir 3 ERE

Yiksek basing contali tip "CD"
two hole flange bolt circle 106.4
Mil @ 25mm

Sizan ya§ hattiyla girig ve geri gidig basinci max. 175 bar
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Uriin

Akis Yutma Devir Devir Basing Pmax. at Pmax. at

max. hacmi sayisi sayis| dususleri 100-300 300-600

min. max. max. rpm rpm

(L/min) (cc) (rpm) (rpm) - [CED) (bar) (bar)
HKEPM025CD 40 25,0 20 1600 33 100 150 75 50 20 133 56
HKEPMO032CD 50 32,0 15 1560 43 100 150 75 50 20 135 56
HKEPM040CD 60 39,7 10 1510 62 120 150 75 50 20 135 58
HKEPM050CD 60 49,5 10 1210 94 140 150 75 50 20 136 58
HKEPM080CD 60 792 10 755 150 140 150 75 50 20 140 59
HKEPM100CD 60 99,0 10 605 190 140 150 75 50 20 141 6,1
HKEPM125CD 60 1238 10 486 230 140 150 75 50 - 145 6,2
HKEPM160CD 60 1584 10 378 310 140 150 75 50 - 150 64
HKEPM200CD 60 1980 10 303 360 140 150 75 50 - 155 6,6
HKEPM250CD 60 2475 10 242 380 110 150 75 - - 162 6,8
HKEPM315CD 60 3168 10 190 380 90 150 75 - - 171 71
HKEPM400CD 60 3960 10 150 380 70 150 75 - - 182 76
HKEPM500CD 60 4950 10 120 390 60 150 75 - - 195 9,0
HKEPM630CD 60 6230 10 95 440 55 150 - - - 213 95

max. pressure on shaft seal (without leak oil line) or pressure in leak oil line — Sirekli galisma icin tork degerleri ve basing dususleri gegerlidir

Aksesuar
HK'V0 590  Sok valfi

Yedek Pargalar
HK EP DS  Hidrolik planet motoru igin conta seti

Titiz kontrole ragmen hatalar énlenemez ve sorumluluk altinda birakmayan bilgiler hakkinda hi¢bir sorumluluk kabul edilmez.
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