VF (6000 PSI)
SAE Tam Flans HANSAVFLEX

Ozellikler =
Basing serisi 6000 psi

Model SAE Tam Flans

Standart SAE J518, ISO 6162-1 /-2

Sabitleme Vida deligi

Teslimat kapsami  sadece flans

II

Malzeme Celik

or

'

Yizey korumasi  galvaniz kapli

Aciklama
Tavsiye Edilen Civatalar, M (metr) veya M (unc) Siitunlarinda Belirtiimistir.
Uriin

Flans PB 10.9 A

blyukligi

(bar) (mm)

VF 6001 1/2" 400 325 246 405 56 18,2 472 22 16 7,2 8,7 M8x30 5/16"x 1.1/4"
VF 6002 3/4" 400 421 325 508 71 23,8 600 28 19 8,3 10,7 M10x35 3/8"x1.1/2"
VF 6003 1" 400 484 389 572 81 278 699 33 24 9,0 13,0 M12x45 -
VF 6003-12 1" 400 484 389 572 81 278 699 33 24 9,0 12,0 - 7/16" x 1.3/4"
VF 6004 1.1/4" 400 548 445 66,7 95 31,8 772 38 27 9,8 14,7 M14x45 1/2"x1.3/4"
VF 6005 1.1/2" 400 643 516 794 113 36,5 950 43 30 121 170 M16x55 5/8"x2"
VF 6006 2" 400 80,2 676 968 133 445 1138 52 37 12,1 21,0 M20x70 3/4"x2.1/2"

PN=Calisma Basingi PB=Patlama Basingi — Model: LL = Cok hafif L =Hafif S =Agir — ¢ap = Boru dis capi

Aksesuar

Metrik Civata Seti,
AFS SCHR M Alyan

UNC Civata Seti,
AFS SCHR U Alyan
SCHRAUBE M Alyan Civata

SCHRAUBE MVZ  Alyan Civata

Titiz kontrole ragmen hatalar 6nlenemez ve sorumluluk altinda birakmayan bilgiler hakkinda higbir sorumluluk kabul edilmez.
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