HK HM BMP HD
Geroller Motoru BMP HD CN HANSA[/ FLEX

Ozellikler

Baglanti Yag baglantilari: A+ B =G 1/2";
sizan yag = G 1/4"

Model Economy variant

Yuksek basing contal tip "HD"
two hole flange bolt circle 106.4
Mil @ 25mm

Sizan ya§ hattiyla girig ve geri gidig basinci max. 175 bar

Aciklama
Bir sizan yag hattinin motora baglanmasi durumunda litfen kisa dislisi olan vidalama baglantisi kullanin!
Uriin

Akis Yutma Devir Devir Tork Basing Pmax. at Pmax. at Pmax. at

max. hacmi sayisl sayisl max. dususleri  0-100 100-300 300-600

min. max. max. rpm rpm rpm

(L/min) (cc) (rpm) (rpm) (N-m)  (bar) (bar) (bar) [CED)
HKHMBMP 050 HD 40 52,9 10 800 89 140 150 75 50 20 141 58
HKHMBMP 08OHD 60 79,3 10 770 149 140 150 75 50 20 145 59
HKHMBMP 100HD 60 98,2 10 615 191 140 150 75 50 20 147 61
HKHMBMP 125HD 60 1209 10 480 235 140 150 75 50 - 150 6,2
HKHMBMP 160HD 60 158,7 10 385 307 140 150 75 50 - 155 64
HKHMBMP 200HD 60 1964 10 310 365 140 150 75 50 - 160 6,6
HKHMBMP 250 HD 60 241,8 10 250 370 110 150 75 - - 166 638
HKHMBMP315HD 60 3173 10 195 370 90 150 75 - - 176 71
HKHMBMP 400HD 60 3929 10 155 370 70 150 75 - - 186 76

max. pressure on shaft seal (without leak oil line) or pressure in leak oil line — Surekli ¢alisma icin tork de@erleri ve basing dususleri gegerlidir

Aksesuar
HK V0 590 Sok valfi

Yedek Pargalar
HK HM BM DS  Hidrolik Planet Motoru CN igin Conta Seti

Titiz kontrole ragmen hatalar énlenemez ve sorumluluk altinda birakmayan bilgiler hakkinda hi¢bir sorumluluk kabul edilmez.
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