HK HM BMS
Geroller Motoru BMS CN HANSAVFLEX

Ozellikler

Baglanti Yag baglantilari: A+ B =G 1/2";
sizan yag = G 1/4"

Model Economy variant

always connect drain line
Four hole flange bolt circle 106,4
Mil @ 32mm

Sizan ya§ hattiyla girig ve geri gidig basinci max. 210 bar

Aciklama
Sizan yag hattinin genel baglantisi tavsiye edilir!
Uriin

Devir Devir Basing Pmax. at

sayisl CEVE] . dususleri 100-300

min. max. max. rpm

(rpm) (rpm) - (bar) (bar)
HK HM BMS 080 65 80,5 10 810 194 175 100 50 20 167 9,8
HKHMBMS 100 75 100,5 10 750 242 175 100 50 20 170 10,0
HKHMBMS 125 75 1263 8 600 303 175 100 50 20 175 10,3
HK HM BMS 160 75 1608 8 470 358 160 100 50 20 181 10,7
HKHM BMS 200 75 2009 8 375 438 160 100 50 20 188 11,1
HKHM BMS 250 75 2526 8 300 440 125 100 50 - 197 116
HKHMBMS 315 75 3215 8 240 530 125 100 50 - 208 12,3
HKHM BMS 400 75 4019 8 180 562 100 100 50 - 222 132

max. pressure on shaft seal (without leak oil line) or pressure in leak oil line — Siirekli calisma icin tork degerleri ve basing dususleri gegerlidir — pmax. = maks. basing

Aksesuar
HK'V0 590  Sok valfi

Yedek Pargalar
HK HM BM DS  Hidrolik Planet Motoru CN igin Conta Seti

Titiz kontrole ragmen hatalar 6nlenemez ve sorumluluk altinda birakmayan bilgiler hakkinda higbir sorumluluk kabul edilmez.
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