HK HM BMR HD
Geroller Motoru BMR HD CN HANSA[/ FLEX

Ozellikler -
M HH, 1
Baglanti Yag baglantilari: A+ B =G 1/2" ] Tl |k
sizan yag = M14x1,5 . =t
Model Economy variant L ‘
Yuksek basing contal tip "HD" frin
two hole flange bolt circle 106.4 _am
Mil @ 25mm g
Sizan ya§ hattiyla girig ve geri gidig basinci max. 175 bar 131k .':;:i.. :‘_:

y

Uriin

Akis Yutma Devir Devir Tork Basing Pmax. at Pmax. at Pmax. at

max. hacmi sayisi  sayisl max. dususleri  0-100 100-300 300-600

min. max. max. rpm rpm rpm

(L/min) (cc) (rpm) (rpm) (N-m)  (bar) [CED) [CED) (bar)
HKHM BMR 050 HD 40 51,7 10 775 93 140 150 75 50 20 139 6,5
HKHMBMRO080OHD 60 80,5 10 750 152 140 150 75 50 20 144 6,9
HKHMBMR100HD 60 1005 10 600 194 140 150 75 50 20 148 7,0
HKHMBMR125HD 60 1263 10 475 237 140 150 75 50 20 152 7,3
HKHMBMR160HD 60 1608 10 375 300 140 150 75 50 20 158 7,5
HKHMBMR200HD 60 2009 10 300 370 140 150 75 50 20 165 8,0
HKHMBMR250HD 60 2526 10 240 370 110 150 75 - - 174 8,5
HKHMBMR316HD 60 3215 10 190 370 90 150 75 - - 186 9,0
HKHM BMR400HD 60 4019 10 160 370 70 150 75 - - 200 11,0

max. pressure on shaft seal (without leak oil line) or pressure in leak oil line — Sirekli calisma icin tork degerleri ve basing dususleri gegerlidir — pmax. = maks. basing

Aksesuar
HK V0 590  Sok valfi

Yedek Pargalar
HK HM BM DS  Hidrolik Planet Motoru CN igin Conta Seti

Titiz kontrole ragmen hatalar énlenemez ve sorumluluk altinda birakmayan bilgiler hakkinda hi¢bir sorumluluk kabul edilmez.
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