FI HD E MP
Yuksek basing filtresi MP igin filtre Unitesi HANSA[/FLEX

Ozellikler FIHD EMP
Ozel Nitelikler  Ap max. 20 bar 2t —
Sicakik min. 25 °C -
Sicaklik max. 120 °C

Malzeme Conta: NBR

Calisma basinci  maks. 210 bar

Lo ea

Uriin

Filtre hassasiyeti Filtre alani Filter material Agirlik

() (cm2) (kg)
FI HD E MP 0078 A10 10,0 300 80 anorganik 76,5 52,0 24,0 0,21
FI HD E MP 0086 A05 5,0 399 34 anorganik 86,0 45,0 25,4 0,20
FI HD E MP 0086 A10 10,0 399 60 anorganik 86,0 45,0 25,4 0,20
FI HD E MP 0114 A05 5,0 550 58 anorganik 114,0 45,0 25,4 0,30
FIHD E MP 0114 A10 10,0 550 95 anorganik 114,0 45,0 25,4 0,30
FI HD E MP 0210 A05 5,0 1069 100 anorganik 210,0 45,0 254 0,42
FI HD E MP 0210 A10 10,0 1069 100 anorganik 210,0 45,0 254 0,42
FI HD E MP 0234 A05 5,0 1672 200 anorganik 234,0 51,0 27,1 0,60
FI HD E MP 0234 A10 10,0 1672 200 anorganik 234,0 51,0 27,1 0,60
FI HD E MP 0236 A0O5 5,0 2943 350 anorganik 236,0 78,0 40,2 1,30
FI HD E MP 0236 A10 10,0 2943 350 anorganik 236,0 78,0 40,2 1,30

Qmax - maks. hacim akisi

Titiz kontrole ragmen hatalar énlenemez ve sorumluluk altinda birakmayan bilgiler hakkinda hi¢bir sorumluluk kabul edilmez.
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