NY 500

Termoplastik Ylksek Basing Hortumu

HANSAVFLEX

Ozellikler
Kullanim Alani  Kimya sanayisi PHSKELEX Wy 500
ic Kat Polyamide (PA)
Takviye Kat one or two textile layers of aramide-fiber and a steel
wire braided insert
Dis Kat Politretan
Renk siyah

Sicaklik min. -40 °C
Sicaklik max. 100 °C

Sicaklik sahasi  limited to +70°C for air and water based fluids

Akigkanlar Deterjanlar
Ek bilgiler
Gulvenlik : 4 : 1
Uriin
Dis cap Calisma basinci catlama basinci Blkme yaricapi min.
(mm) (bar) ((CED) (mm)
NY 506 6 4 1/4" 6,6 12,7 700,0 2800 35
NY 508 8 5 5/16" 8,1 16,0 700,0 2800 60
NY 510 10 6 3/8" 9,8 18,7 700,0 2800 90
NY 513 12 8 1/2" 13,0 23,2 590,0 2360 100
NY 516 16 10 5/8" 16,3 26,6 500,0 2000 160
NY 520 19 12 3/4" 19,5 30,5 450,0 1800 180
NY 525 25 16 1" 25,8 38,1 315,0 1260 250

DN = Nominal ¢ap, nominal genislik

Titiz kontrole ragmen hatalar 6nlenemez ve sorumluluk altinda birakmayan bilgiler hakkinda higbir sorumluluk kabul edilmez.
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