HK B5 400/690V IE3
Elektrikli Motor B5 400/690V IE3 HANSA[/ FLEX

Ozellikler

Model Yapi sekli B5
ayaksiz

Koruma sinifi IP 55
Ortam sicakhidi  -20 °C ile +40 °C arasi

Malzeme Mahfaza: Aliminyum Yo
Housing: Grey cast iron (from HK180L4***)

Aciklama

Kendiliginden sogutmali sincap kafesli enerji tasarrufu motorlari
Yiksek Verim |IE3 - IEC60034-30:2009

Olglim gerilimi 400/690V 50Hz, 460V 60Hz; 4 kutuplu

Gerilim toleransi +- %5

11kW ve Ustu, arti Isi korumasi (PTC soguk iletkeni)

Oriin

n50Hz n60Hz P50Hz P60Hz 150Hz LF50Hz H1 ZDmil GE n(IE3) % Agirlik

(rom) (rom) (kW) (kW) (mm) (mm) (kg)
HK 112M4 B5 4-6 IE3 1440 1728 4,00 4,60 1400 0,80 180 340 28 180 250 88,6 37,5
HK 132SB4 B5 4-6 IE3 1460 1752 5,50 6,30 1110 0,80 190 388 38 230 300 896 49,5
HK 132M4 B5 4-6 IE3 1470 1770 7,50 8,60 1430 0,84 225 453 38 230 300 90,4 48,0
HK 160M4 B5 4-6 IE3 1470 1770 11,00 12,60 20,60 0,84 260 545 42 250 350 91,4 1250
HK 160L4 B5 4-6 IE3 1470 1770 1500 17,30 27,60 0,86 260 604 42 250 350 92,1 82,0
HK 180M4 B5 4-6 IE3 1475 1775 1850 21,30 33,80 0,86 280 628 48 250 350 92,6 159,0
HK 180L4 B5 4-6 IE3 1475 1775 22,00 2530 40,00 0,86 280 668 48 250 350 93,0 184,0
HK 200L4 B5 4-6 IE3 1475 1775 30,00 34,50 54,30 0,86 305 660 55 300 400 936 2240
HK 225S4 B5 4-6 IE3 1480 1780 37,00 42,50 66,70 0,86 335 680 60 350 450 93,9 2840
HK 225M4 B5 4-6 IE3 1480 1780 4500 52,00 80,90 0,86 335 705 60 350 450 9472 314,0
HK 250M4 B5 4-6 IE3 1480 1780 5500 63,00 9840 0,86 370 770 60 450 550 94,6 390,0

P 50 Hz = nominal output at 400 V/50 Hz — P 60 Hz = 400 V/60 Hz icin nominal kapasite — n 50 Hz = 400 V/50 Hz i¢in nominal devir sayisi — n 60 Hz = 400 V/60 Hz i¢in nominal devir sayisi — | 50 Hz
=400 V/50 Hz igin nominal akim - LF 50 Hz = Giig faktori, cos phi, 50 Hz - n (IE3) = efficiency to IE3 in % (at full load)

Titiz kontrole ragmen hatalar énlenemez ve sorumluluk altinda birakmayan bilgiler hakkinda hi¢bir sorumluluk kabul edilmez.
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