K-BIMETALLTHERMOMETER 46

Bimetallic thermometers

HANSAVFLEX

Ozellikler
Tip

46

Gosterge diizeltmesi

On end of stem

Calisma basinci

Max. 6 bar (on thermowell)

Koruyucu boru

Clamped (removable), copper alloy

Govde

Plastic

Kontrol cami

Plexiglass

Aciklama

Diger bilgiler, istek tGzerinedir.

Agiklama

Applications: Heating, plumbing, universal.

Uriin

Tanim Gosterge alanlar a Dalma safti uzunlugu Mil
(mm)

K- 07 20 09 86 0°Cto+60 °C 63,0 40 mm G1/2

K- 07 20 09 87 0°Cto+120°C 63,0 40 mm G1/2

K- 07 20 09 88 0°Cto +60 °C 63,0 60 mm G1/2

K- 07 20 09 89 0°Cto+120°C 63,0 60 mm G1/2

K- 07 20 09 90 0°Cto+60 °C 63,0 100 mm G1/2

K- 07 20 09 91 0°Cto+120°C 63,0 100 mm G1/2

K- 07 20 10 19 0°Cto+60 °C 80,0 40 mm G1/2

K- 07 20 10 20 0°Cto+120°C 80,0 40 mm G1/2

K- 07 20 10 21 0°Cto+60 °C 80,0 60 mm G1/2

K- 07 20 10 22 0°Cto+120°C 80,0 60 mm G1/2

K- 07 20 10 23 0°Cto +60 °C 80,0 100 mm G1/2

K- 07 20 10 24 0°Cto+120°C 80,0 100 mm G1/2

Titiz kontrole ragmen hatalar 6nlenemez ve sorumluluk altinda birakmayan bilgiler hakkinda higbir sorumluluk kabul edilmez.
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