K-BIMETALLTHERMOMETER 52-1

Bimetallic thermometers

HANSAVFLEX

Ozellikler
Tip

52

Gosterge diizeltmesi

Trimming pointer

Calisma basinci

Max. 25 bar (on stem)

Dalma safti

@ 8 mm, CrNi steel 1.4571

Mahfaza, halka

CrNi steel

Kontrol cami

Flat instrument glass

Aciklama

Diger bilgiler, istek tGzerinedir.

Agiklama

Applications: Versatile design for use in industrial applications.

Uriin

Tanim Gosterge alanlar (] Dalma safti uzunlugu Mil
(mm)

K- 07 20 02 72 -30 °C to +50 °C 100,0 63 mm G1/2

K- 07 20 02 73 0°Cto+120°C 100,0 63 mm G1/2

K- 07 20 02 74 0°Cto+160 °C 100,0 63 mm G1/2

K- 07 20 02 75 0 °C to +200 °C 100,0 63 mm G1/2

K- 07 20 02 76 -30 °C to +50 °C 100,0 100 mm G1/2

K- 07 20 02 77 0°Cto+120°C 100,0 100 mm G1/2

K- 07 20 02 78 0°Cto+160 °C 100,0 100 mm G1/2

K- 07 20 02 79 0°Cto +200 °C 100,0 100 mm G1/2

K- 07 20 02 80 0°Cto+250 °C 100,0 100 mm G1/2

K- 07 20 02 81 -30 °C to +50 °C 100,0 160 mm G1/2

K- 07 20 02 82 0°Cto+120°C 100,0 160 mm G1/2

K- 07 20 02 83 0 °C to +200 °C 100,0 160 mm G1/2

Titiz kontrole ragmen hatalar 6nlenemez ve sorumluluk altinda birakmayan bilgiler hakkinda higbir sorumluluk kabul edilmez.

23.03.2026

HANSA-FLEX AG

www.hansa-flex.com



