K-GMM KUNSTOFF UNTEN
Gliserin manometresi, baglanti radyal alt HANSA[/FLEX

Ozellikler

Tip 113.13

Model Gliserin dolgulu boru yayi
manometresi

Uygulama For gaseous or liquid media which
do not corrode copper alloy,do not
have high viscosity and do not
crystallise

Kalite sinifi 2,5

Akigkan sicakhgi maks. +60 °C

Ortam sicakhgi -20 °C ile +60 °C arasinda

Govde Plastik, siyah

Olgme pargast ve g5 : i Bakir alasim

Kontrol cami PMMA, kaynak yapilimis
mahfazayla

Aciklama

Diger bilgiler, istek Uzerinedir.

Aciklama

Yuksek dinamik basing yukleri ve titresimleri olan dlgme yerleri igin

Uriin

Tanim Olgme alani (%] Baglanti
(mm)

K- 07 20 07 55 -1/+0.6 bar 63,0 G1/4"

K- 07 20 07 56 -1/+1.5 bar 63,0 G1/4"

K- 07 20 07 57 -1/+3.0 bar 63,0 G1/4"

K- 07 20 07 58 -1/+5.0 bar 63,0 G1/4"

K- 07 20 07 59 -1/+9.0 bar 63,0 G1/4"

K- 07 20 07 60 -1/0.0 bar 63,0 G1/4"

K- 07 20 07 61 0-1.0 bar 63,0 G1/4"

K- 07 20 07 62 0-1.6 bar 63,0 G1/4"

K- 07 20 07 63 0-2.5 bar 63,0 G1/4"

Titiz kontrole ragmen hatalar énlenemez ve sorumluluk altinda birakmayan bilgiler hakkinda hi¢bir sorumluluk kabul edilmez.
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