K-BKR MINI GLATTE OBERFLAECHE
Mini ball valves HANSA[/ FLEX

Ozellikler

Kullanim Alani Compressed air, water, oils, non-toxic gases

Galisma basinci  maks. 10 bar
Akiskan sicakhigi  -10 °C to +80 °C
Mahfaza ve bilye  Nickel-plated brass

El kolu, déner kol  Plastic

Bilye contasi PTFE

Mil contasi NBR

Aciklama

Diger bilgiler, istek tGzerinedir.

Uriin

Tanim Mil B L SW
(mm) (mm) (mm)

K- 07 30 20 86 G 1/8 female 39,0 38,0 20

K- 07 30 20 87 G 1/4 female 39,0 38,0 20

K- 07 30 20 88 G 3/8 female 42,0 38,0 20

K- 07 30 20 89 G 1/2 female 47,0 38,0 24

K- 07 30 20 82 G 1/8 female/male 39,0 38,0 20

K- 07 30 20 83 G 1/4 female/male 39,0 38,0 20

K- 07 30 20 84 G 3/8 female / male 40,0 38,0 20

K- 07 30 20 85 G 1/2 female/male 45,0 38,0 24

Titiz kontrole ragmen hatalar énlenemez ve sorumluluk altinda birakmayan bilgiler hakkinda hi¢bir sorumluluk kabul edilmez.
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