K-MVG24VDCD
Normally closed, 24 V DC (direct current), directly operated HANSA[/FLEX

Ozellikler A
Elektrik baglantisi  For Pg 11P connector socket, acc. to DIN 4400 [ !
Koruma sinifi IP65 (with connector socket fitted) i
Akiskan sicakhigi max. +90 °C with Perbunan-seal; max. +130 °C
with FKM-Seal iy

Mahfaza, valf yuvasi  Stainless steel I
I¢ pargalar Stainless steel ' | =
Conta Perbunan (NBR) or FKM S ———

(NBR) »— :

N CUT
B
Aciklama
Diger bilgiler, istek tGzerinedir.
Agiklama
Available versions, Directly operated, Combined operation
Uriin
Tanim Mil Maks. galisma basinci NW Yaltim malzemesi A B Form
(bar) (mm) (mm)

K- 07 30 23 18 G 1/8 10 24 NBR 80,0 30,0 1
K- 07 30 23 20 NPT 1/8 10 2,4 FKM 80,0 30,0 1
K- 07 30 23 19 G1/4 3 4,0 NBR 80,0 45,0 1
K- 07 30 23 21 G 1/4 3 4,0 FKM 80,0 45,0 1

Titiz kontrole ragmen hatalar 6nlenemez ve sorumluluk altinda birakmayan bilgiler hakkinda higbir sorumluluk kabul edilmez.
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