K-RD SCHRAEGSITZ VA

Unidirectional valves

HANSAVFLEX

Ozellikler

Galisma basinci

Max. 40 bar

Disli agiklamasi

G thread acc. DIN EN ISO 228-1

Akiskan sicakhigi

max. +180 °C

Ag¢ma basinci min. 0.2 bar

Ortam sicakligi Max. +180 °C

Mahfaza, i¢ pargalar ~ Stainless Steel 1.4401/1.4408
Yalitim malzemesi FKM

Aciklama

Diger bilgiler, istek tGzerinedir.

Uriin

Tanim Mil B L SW
(mm) (mm) (mm)

K- 07 30 24 67 G1/4 53,5 66,0 27

K- 07 30 24 68 G 3/8 53,5 66,0 27

K- 07 30 24 69 G1/2 53,5 66,0 27

K-07 302470 G 3/4 68,0 76,0 32

K- 07 3024 71 G1 82,0 90,0 40

K-07 3024 72 G11/4 97,0 110,0 50

K- 07 3024 73 G112 113,0 121,0 55

K- 07 30 24 74 G2 131,0 151,0 70

Titiz kontrole ragmen hatalar 6nlenemez ve sorumluluk altinda birakmayan bilgiler hakkinda higbir sorumluluk kabul edilmez.
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