K-T-STUECKE IG IG AG 2
Tees, female-female-male HANSA[/FLEX

Ozellikler L1

Galigma basinci 60 bar

Isletim 1sis1 Max. 150 °C

Disli i¢ Parallel to DIN EN ISO 228-1

Malzeme Nikel kapli piring |

Disli dig conical acc. DIN 2999 :
|

Aciklama

Diger bilgiler, istek tGzerinedir.

Uriin

Tanim Mil L1 L2 SW

(mm) (mm)

K- 07 40 48 94 M5 22,5 11,0 9 mm

K- 07 40 11 16 G/R 1/8 39,5 21,0 10 mm

K- 07 40 11 17 G/R 1/4 49,0 23,5 13 mm

K- 07 40 11 18 G/R 3/8 54,0 28,0 17 mm

K-07 40 11 19 G/R 1/2 64,5 33,5 21 mm

K- 07 40 11 20 G/R 3/4 69,5 36,5 25 mm

K- 07 40 11 21 G/R 1 84,0 45,0 30 mm

Titiz kontrole ragmen hatalar énlenemez ve sorumluluk altinda birakmayan bilgiler hakkinda hi¢bir sorumluluk kabul edilmez.
10.11.2025 HANSA-FLEX AG www.hansa-flex.com 1



