K-W90 SVB
Bulkhead elbow couplings HANSA[/FLEX

Ozellikler

Calisma basinci Dependent on operating temperature; Max. 10 bar
(at 20 °C); Max. 1 bar (at 60 °C)

Vida baglantisi cismi  Polyamide (PA)
Sikistirma halkasi  Polypropylene (PP)
Somun Polypropylene (PP)

L1

L2

Agiklama

Diger bilgiler, istek tGzerinedir.

Agiklama

Manufactured from high impact-resistant, UV-stabilised engineering plastic, extremely resistant to weathering. Good chemical resistance to benzine,
diesel oil, fuel oil and alkalis. <br>Not suitable for use with acids.

Uriin

Tanim Mil Hortum icin L1 L2 S
(mm) (mm)

K- 07 40 3278 M10x 1 4 mm/6 mm 43,0 25,0 14 mm

K- 07 40 3279 M14x1,5 6 mm/8 mm 53,0 33,0 19 mm

K- 07 40 32 80 M16x 1,5 8 mm/ 10 mm 58,0 36,0 22 mm

K- 07 40 32 81 M18x 1,5 9mm/ 12 mm 67,0 43,0 24 mm

Titiz kontrole ragmen hatalar énlenemez ve sorumluluk altinda birakmayan bilgiler hakkinda higcbir sorumluluk kabul edilmez.
22.10.2025 HANSA-FLEX AG www.hansa-flex.com 1



