K-FLASCHENDRUCKR 200 GASE
Sise basing regulatéru, sise basinci 200 bar, yanici gazlar igin HANSA[/FLEX

Ozellikler

igerik manometresi 0 - 200/315 bar (max. cylinder pressure 200 bar),
0 - 300/400 bar (max. cylinder pressure 300 bar),
0 - 18/40 bar for acetylene

Malzeme Dévme piring
Sise baglantisi Yoke

Aciklama

Diger bilgiler, istek tGzerinedir.

Agiklama

Single-stage type of construction acc. to DIN EN ISO 2503, with shut-off valve and safety valve as well as pressure gauges for the cylinder contents
and working pressure.

Uriin

Tanim Gaz tipi Calisma basinci bar
K- 07 25 07 13 Acetylene 0-1,5bar

K- 07 25 07 21 Hydrogen, methane, illuminating gas, natural gas 0-10,0 bar

Yedek Pargalar
K-MANO SCHWEISSTECHNIK Content pressure gauge

] Pressure gauges for

K-SCHUTZKAPPE MANOMETER  Koruyucu kapaklar

Titiz kontrole ragmen hatalar énlenemez ve sorumluluk altinda birakmayan bilgiler hakkinda hi¢bir sorumluluk kabul edilmez.
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