K-BEFUELLVENTIL HANSA
Filling valves (start-up valves) HANSA[/FLEX

Ozellikler - A

Girig basinci 2.5-16 bar ) "
Sicaklik sahasi -10 °C to +50 °C — m[ﬂ
Akiskanlar Basingli hava B

Baglanti vida disi  Material: Die-cast zinc
Goévde Material: Grivory® (PA 66)
Akis degeri dlgimi At P2 = 6 bar, pressure drop Ap = 1 bar
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Aciklama

Diger bilgiler, istek tGzerinedir.

Agiklama

Seat valves operated by secondary pressure for controlled pressurisation of pneumatic systems. These valves prevent a sudden build-up of pressure
accompanied by dangerous, jerky cylinder movements. The full cross-section of the regulator is opened at 50% of the input pressure. The filling time
can be altered by turning the adjusting screw.

Ek bilgiler

See 3/2-way valves and filling units
See 3/2-way valves and filling units

Uriin
Tanim Mil Akis A B C TR
(L/min) (mm) (mm) (mm)
K- 07 25 11 11 G 1/4 1300 52,0 78,0 mm 45,0 33,0
K- 07 25 11 12 G 3/8 1300 52,0 78,0 mm 45,0 33,0
K- 07 25 11 13 G 3/8 3400 63,0 111,5 mm 53,5 58,0
K- 07 25 11 14 G1/2 3400 63,0 111,5 mm 53,5 58,0
K-07 2511 15 G 3/4 8750 85,0 112,0 mm 58,0 54,0
K-07 2511 16 G1 8750 85,0 112,0 mm 58,0 54,0
Yedek Pargalar

K-HALTERBAUSATZ HANSA  Holder HANSA

Titiz kontrole ragmen hatalar 6nlenemez ve sorumluluk altinda birakmayan bilgiler hakkinda higbir sorumluluk kabul edilmez.
22.01.2026 HANSA-FLEX AG www.hansa-flex.com 1



