
K-MIKROFI FEINFILTER HANSA
Micro-filters (fine filters)

Titiz kontrole rağmen hatalar önlenemez ve sorumluluk altında bırakmayan bilgiler hakkında hiçbir sorumluluk kabul edilmez.
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Özellikler
Giriş basıncı 1.5 - 16 bar
Sıcaklık sahası -10 °C to +50 °C
Akışkanlar Basınçlı hava
Filtre hassasiyeti 0,01 μm
Bağlantı vida dişi Material: Die-cast zinc
Kap Polycarbonate (with bayonet lock)
Filtre ünitesi Borosilicate glass fibre
Gövde Material: Grivory® (PA 66)
Koruma sepeti Polyamide
Toz tahliyesi Class 1 acc. to DIN ISO 8753-1
Akış değeri ölçümü At P2 = 6 bar and pressure drop Δp = 0.5 bar

Açıklama
Diğer bilgiler, istek üzerinedir.

Açıklama
Micro-filters in modern design for compliance with strict compressed air purity requirements. Micro-filters are used to separate solid oil, water and
solid impurities as small as 0.01 μm from compressed air and gases.

Ürün
Tanım Mil Akış A B C Yoğuşma tahliyesi
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Semi
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Auto
Auto
Auto
Auto
Auto
Auto

Yedek Parçalar
K-HALTERBAUSATZ HANSA Holder HANSA
K-ERSATZBEHAELTER HANSA POLY Spare tank HANSA polycarbonat

K-DIFFERENZDRUCKANZEI MONO Differential pressure and differential
pressure gauge

K-DIFFERENZDRUCKMANOMETER Differential pressure gauge


