K-VORFIL PC-BEHLTER SCHUTZK HANSA
Pre-filtors HANSAVFLEX

Ozellikler — A

Girig basinci 1.5-16 bar l_ '

Sicaklik sahasi -10 °C to +50 °C i | ]C
Akiskanlar Basingli hava — - _-1._ -
Filtre hassasiyeti 0,30 ym 1 [
Baglanti vida digsi  Material: Die-cast zinc B

Kap Polycarbonate (with bayonet lock)

Filtre Unitesi Impregnated paper |

Govde Material: Grivory® (PA 66) :

Koruma sepeti Polyamide - B

Akig degeri dlglimi At P2 = 6 bar, pressure drop Ap = 0.5 bar

Aciklama

Diger bilgiler, istek uzerinedir.

Acgiklama
Pre-filters in modern design for compliance with strict compressed air purity requirements. Pre-filters are used to separate solid impurities up to
0.3 pm from compressed air and gases.

Uriin
Tanim Mil Akis A B C Yogusma tahliyesi
(L/min) (mm) (mm)
K-07 2510 25 G 1/4 500 52,0 169,5 mm 39,5 Semi
K- 07 25 10 26 G 3/8 500 52,0 169,5 mm 39,5 Semi
K- 07 25 10 27 G 3/8 750 63,0 195,0 mm 47,8 Semi
K- 07 25 10 28 G1/2 750 63,0 195,0 mm 47,8 Semi
K- 07 25 10 15 G 3/4 2000 85,0 255,0 mm 63,0 Semi
K- 07 25 10 16 G1 2000 85,0 255,0 mm 63,0 Semi
K- 07 25 10 29 G 1/4 500 52,0 186,5 mm 39,5 Auto
K- 07 25 10 30 G 3/8 500 52,0 186,5 mm 39,5 Auto
K- 07 25 10 31 G 3/8 750 63,0 210,5 mm 47,8 Auto
K- 07 25 10 32 G1/2 750 63,0 210,5 mm 47,8 Auto
K- 07 25 10 17 G 3/4 2000 85,0 269,0 mm 63,0 Auto
K- 07 2510 18 G1 2000 85,0 269,0 mm 63,0 Auto
Yedek Pargalar
K-HALTERBAUSATZ HANSA Holder HANSA

K-ERSATZBEHAELTER HANSA POLY  Spare tank HANSA polycarbonat

K-DIFFERENZDRUCKANZEI MONO Differential pressure and differential
pressure gauge

K-DIFFERENZDRUCKMANOMETER Differential pressure gauge

Titiz kontrole ragmen hatalar énlenemez ve sorumluluk altinda birakmayan bilgiler hakkinda hi¢bir sorumluluk kabul edilmez.
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