K-DRG STANDARD-MINI
Pressure regulators HANSA[/FLEX

Ozellikler SRR
Girig basinci Max. 28 bar Cl )
Akigkan sicakhgi  max. 60 °C — !

L
Ortam sicakhgi Max. 60 °C =
Yalitim malzemesi NBR/TPU
Yay kapagi POM-brass o B
Govde Die-cast zinc, painted silver
Akis degeri 8lglimi At P1 = 8 bar, P2 = 6 bar and pressure drop Ap = 1

bar
Diger bilgiler User manual on request LI &
Aciklama
Reversible diaphragm pressure regulators with self-relieving design in compact design. The pressure setting can be locked by pushing the knob down.
Uriin
Tanim Mil Ayar araligi Akis A B C TR DN
(L/min) (mm) (mm) (mm)

K- 07 25 03 22 G1/8 0.15 - 3.5 bar 340 43,0 72,5 mm 9,5 63,0 5
K- 07 25 03 23 G1/8 0.2 -7.0 bar 340 43,0 72,5 mm 9,5 63,0 5
K- 07 25 03 24 G1/8 0.5-10.0 bar 340 43,0 72,5 mm 9,5 63,0 5
K- 07 25 03 25 G1/4 0.15 - 3.5 bar 340 43,0 72,5 mm 9,5 63,0 5
K- 07 25 03 26 G1/4 0.2-7.0 bar 340 43,0 72,5 mm 9,5 63,0 5
K- 07 25 03 27 G1/4 0.5 -10.0 bar 340 43,0 72,5 mm 9,5 63,0 5
Yedek Pargalar
K-HALTERBAUSATZ Holder
K-SCHALTTAFELMUTTER Nut

K-LOESBARE DOPPELNIPPEL MS  Double nipples
Double nipples, parallel

K-XV AGM MS NI male thread, nickel-plated
brass
K-VERSCHLEI-SATZ Set of wearing parts

Titiz kontrole ragmen hatalar énlenemez ve sorumluluk altinda birakmayan bilgiler hakkinda hi¢bir sorumluluk kabul edilmez.
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