K-PNEU LOGIKELEMENTE

Pneumatic logic elements

HANSAVFLEX

Ozellikler

Galisma basinci

OR-AND: 1.5-8 bar, NOT: 0.4-6 bar, YES -
MEMORY: 0.0-8 bar (pilot pressure from 1.5-8 bar)

Sicaklik sahasi

-10 °C to +60 °C

Baglanti Push-in fitting for 4 mm pipe

Akis miktari 100 I/min (at 6 bar and Ap = 1 bar)

Nominal @ 2,7 mm

Geri getirme OR - AND: by compressed air, MEMORY: by air,
YES - NOT: by mechanical spring

Malzeme Technopolymer

Siirgiiler Aluminium

Yaltim malzemesi NBR

Aciklama

Diger bilgiler, istek Uzerinedir.

Aciklama

Pneumatic logic elements are available with five different functions: OR, AND, NOT, YES, MEMORY. All elements have an adapter for the Q-rail (DIN EN
50022) integral with the body.

Uriin

Tanim Fonksiyon Yukseklik Uzunluk
(mm) (mm)

K- 07 151377 OR 40 38,5

K- 07 151378 AND 40 38,5

K- 07 151379 NOT 40 55,2

K- 07 1513 80 YES 40 55,2

K- 07 1513 81 MEMORY 41 89,5

Titiz kontrole ragmen hatalar 6nlenemez ve sorumluluk altinda birakmayan bilgiler hakkinda higbir sorumluluk kabul edilmez.

23.03.2026

HANSA-FLEX AG

www.hansa-flex.com 1



