K-WV 3/2 5/2 5/3 HAND

3/2, 5/2 and 5/3-way pilot valves

HANSAVFLEX

Ozellikler

Galisma basinci

2.5 - 10 bar (monostable)\n1.0 - 10 bar (bistable)\
nMax. vacuum 10 bar

Sicaklik sahasi

-10 °C to +60 °C

Akis 6bar ve 10bar

550 NI/min (G 1/8), 1100 NI/min (G 1/4), 2150 NI/
min (G 3/8), 4600 Ni/min (G 1/2)

Akig 6bar ve 5bar

400 NI/min (G 1/8), 750 Ni/min (G 1/4), 1560 Ni/min
(G 3/8), 3200 NI/min (G 1/2)

Valf cismi Aliminyum
Yay Special steel
Piston Nickel-plated aluminium

Yalitim malzemesi

NBR

Agiklama

Diger bilgiler, istek Gzerinedir.

Uriin

Tanim Baglanti Fonksiyon Devre semasi numarasi Kumanda
K- 07 1500 70 G1/8 3/2-way 10

K- 07 1500 71 G1/8 3/2-way 11

K- 07 15 00 72 G 1/4 3/2-way 10

K-07 150073 G 1/4 3/2-way 11

K- 07 1500 74 G1/2" 3/2-way 10

K-07 1500 75 G1/2" 3/2-way 11

K- 07 15 02 29 G1/8 5/2-way 12

K- 07 15 02 30 G1/8 5/2-way 13

K- 07 15 02 31 G 1/4 5/2-way 12

K- 07 15 02 32 G 1/4 5/2-way 13

K- 07 15 02 33 G1/2" 5/2-way 12

K- 07 15 02 34 G1/2" 5/2-way 13

K- 07 15 03 57 G 1/8 5/3-way 14

K- 07 15 03 58 G 1/8 5/3-way 15

K- 07 15 03 59 G1/8 5/3-way 16

K- 07 15 03 60 G1/8 5/3-way 17 -
K- 07 15 03 61 G1/8 5/3-way 18 -
K- 07 15 03 62 G1/8 5/3-way 19 -
K- 07 15 03 63 G 1/4 5/3-way 14

K- 07 15 03 64 G 1/4 5/3-way 15

K- 07 15 03 65 G 1/4 5/3-way 16

K- 07 15 03 66 G 1/4 5/3-way 17 -
K- 07 15 03 67 G 1/4 5/3-way 18 -
K- 07 15 03 68 G 1/4 5/3-way 19 -
K- 07 15 03 69 G1/2" 5/3-way 14

K- 07 1503 70 G1/2" 5/3-way 15

K- 07 1503 71 G1/2" 5/3-way 16

K- 07 1503 72 G1/2" 5/3-way 17 -
K-07 1503 73 G1/2" 5/3-way 18 -
K- 07 1503 74 G1/2" 5/3-way 19 -

Titiz kontrole ragmen hatalar 6nlenemez ve sorumluluk altinda birakmayan bilgiler hakkinda higbir sorumluluk kabul edilmez.
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