K-WV 3/2 PNEUMATISCH
3/2-way pilot valves HANSA[/ FLEX

Ozellikler

Calisma basinci Max. vacuum 10 bar {

min. caligma basinci 2.5 bar (monostable), 1.0 bar (bistable)
Sicaklik sahasi -10 °C to +60 °C

Akig 6bar ve 10bar 550 NI/min (G 1/8), 1100 NI/min (G 1/4), 2150
NI/min (G 3/8), 4600 NI/min (G 1/2)

Akis 6bar ve 5bar 400 Ni/min (G 1/8), 750 Ni/min (G 1/4), 1560
NI/min (G 3/8), 3200 Nl/min (G 1/2)

Baglant kumanda havasi G 1/8

Aciklama

Diger bilgiler, istek tGzerinedir.

Uriin

Tanim Baglanti DN Fonksiyon Devre semasi numarasi Kumanda
K- 07 15 00 41 G1/8 5 3/-way NO 24
K- 07 15 00 42 G 1/4 8 3/-way NO 24
K- 07 15 00 45 G 1/2" 15 3/-way NO 24
K- 07 15 25 67 G 3/8 13 3/-way NO 24
K- 07 15 00 43 G 1/8 5 3/2-way NC 25
K- 07 15 00 44 G 1/4 8 3/2-way NC 25
K- 07 15 00 46 G1/2" 15 3/2-way NC 25
K- 07 15 25 68 G 3/8 13 3/2-way NC 25
K- 07 15 00 47 G1/8 5 3/2-way 26
K- 07 15 00 48 G 1/4 8 3/2-way 26
K- 07 15 00 49 G 1/2" 15 3/2-way 26
K- 07 15 25 69 G 3/8 13 3/2-way 26

Titiz kontrole ragmen hatalar énlenemez ve sorumluluk altinda birakmayan bilgiler hakkinda hi¢bir sorumluluk kabul edilmez.
20.03.2026 HANSA-FLEX AG www.hansa-flex.com 1



