K-VORFILTER PC-BEHAELTER MULTIFIX

Pre-filters with polycarbonate bowl

HANSAVFLEX

Ozellikler

Giris basinci Max. 16 bar

Akigkan sicakliyi  max. 60 °C

Ortam sicakhgi Max. 60 °C

Filtre hassasiyeti 0,30 ym

Etki derecesi 99.999 %

Yalitim malzemesi NBR - ' :
Filtre pargasi Paper-POM ! I
Govde Die-cast zinc . :\"“-:?.-"';
Drain valve Semi-automatic -

Akig degeri dlgimi  FV at P1 = 6 bar and Ap = 0.02 bar

Aciklama
* = Dimensions with adapter plate!
Diger bilgiler, istek Uzerinedir.

Aciklama

Micro-filters for compliance with strict compressed air purity requirements. Suitable for all applications where standard filters do not afford the
desired efficiency.

Ek bilgiler

on Art. K-07250721: Max. inlet pressure 300 bar. Other cylinder pressure regulators available on request.

Uriin

Tanim Mil Akis A B C TR DN
(L/min) (mm) (mm) (mm)

K- 07 25 10 68 G 1/4 160 47,8 152,1 mm 27,0 125,1 6

K- 07 2510 71 G1/2 500 68,8 180,8 mm (185,8 mm)* 72,0 147,3 15

Yedek Pargalar

K-HALTERBAUSATZ MULTIFIX Holder

K-KOPPELPAKET MEHR Coupling packet

K-KOPPELPAKET SCHMA Coupling packet

K-AUTOMAT ABLASSVENTIL Automatic drain valve

K-PC-BEHAELTER FILTER MULTIFIX Folycarbonate tank

K-METALLBEHAELTER OELER MULTIFIX Metal tank oiler

Titiz kontrole ragmen hatalar énlenemez ve sorumluluk altinda birakmayan bilgiler hakkinda hi¢bir sorumluluk kabul edilmez.
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