K-FI AK KOH O DIFFERENZ MANO
Activated carbon filters without differential pressure gauge HANSA[/ FLEX

Ozellikler

Girig basinci Min. 4 bar, Max. 16 bar

Gésterge alani basing farki manometresi () - 2 hgr i

Mahfaza, filtre kab Aluminium

Ortam sicakhgi +5°C to +60 °C -

Filtre pargasi Activated carbon B}

Artik yag orani 0.005 mg/m3 e

Akig degeri Slglimi At P1 = 6 bar and pressure drop Ap = 5 || | |
0.5% ""---:v-'

Aciklama

Diger bilgiler, istek tGzerinedir.

Agiklama

Suitable for all applications where the standard centrifugal separators do not afford the desired efficiency. The pre-filters and micro-filters are
equipped with an automatic drain valve. All devices can be supplied with or without a differential pressure gauge. The differential pressure gauge
indicates the degree of contamination of the filter element as a function of the pressure drop.

Uriin

Tanim Mil Akis A B2 C TR
(L/min) (mm) (mm) (mm) (mm)

K- 07 25 13 26 G1/4 500 82,5 248,0 57,0 263,0

K- 07 25 13 27 G 3/8 500 82,5 248,0 57,0 263,0

K- 07 25 13 28 G1/2 500 82,5 248,0 57,0 263,0

K- 07 25 13 29 G 3/4 1000 82,5 318,0 57,0 403,0

K- 07 25 13 30 G1 1500 118,0 333,0 72,0 368,0

K- 07 25 13 31 G11/4 2650 118,0 433,0 72,0 568,0

K- 07 25 13 32 G112 4150 118,0 533,0 72,0 768,0

K- 07 25 13 33 G2 6650 118,0 723,0 72,0 1148,0

Yedek Pargalar

K-FILTERELEMENT SONDER Filter element

K-VERBINDUNGELEMENTE SOND  Connecting sets

K-HALTERBAUSATZ Holder

K-AUTOMAT ABLASSVENTIL Automatic drain valve

Titiz kontrole ragmen hatalar énlenemez ve sorumluluk altinda birakmayan bilgiler hakkinda hi¢bir sorumluluk kabul edilmez.
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