K-WTST SAFETY BK SCHA AN DR HANSA

SAFETY service unit sets, comprising a ball valve with silencer, start-

up valve and pressure regulator

HANSAVFLEX

Ozellikler A

Girig basinci 2.5-16 bar f I
Cikis basinci 0.5 -8 bar .

Sicaklik sahasi -10 °C to +50 °C F

Akiskanlar Basingh hava

Yalitim malzemesi NBR '

Baglanti vida digi Material: Die-cast zinc

Kap Polycarbonate (with bayonet lock) and bowl
guard

Filtre Unitesi Cellpor (PE) 5 ym

Govde Material: Grivory® (PA 66)

Membran NBR

Oz hava tiiketimi

Max. 1.5 I/min (depending on secondary
pressure)

Akis degeri dl¢limii

At P1 =10 bar, P2 = 6.3 bar and pressure
drop Ap =1 bar

Anschl. Entliift. Kiiresel vana

Silencer

Aciklama

Diger bilgiler, istek uzerinedir.

Acgiklama

These compressed air service unit sets, comprising a ball valve with silencer, a start-up valve and one out of a pressure regulator, filter regulator
or service unit, meet even the strictest requirements for operating reliability and accident prevention!

Siparisle ilgili bilgiler
The price does not include a key lock and padlock. Please order separately. For accessories and spare parts, refer to individual components: ball
valve, start-up valve, pressure regulator, filter regulator, 2-piece service unit

Uriin
Tanim Mil Ayar araligi Akis B C
(L/min) (mm) (mm)
K- 07 25 15 20 G1/4 2.5 -8 bar 2000 156,0 128,5 mm 95,5
K- 07 25 15 21 G 3/8 2.5 -8 bar 2000 156,0 128,5 mm 95,5
K- 07 25 15 22 G 3/8 2.5-8bar 4300 189,0 149,5 mm 110,0
K- 07 25 15 23 G1/2 2.5-8bar 4300 189,0 149,5 mm 110,0
K- 07 25 15 24 G 3/4 2.5-8bar 10000 255,0 191,0 mm 137,0
K- 07 25 15 25 G1 2.5-8bar 10000 255,0 191,0 mm 137,0
Aksesuar
K-STECKSCHLOSS Key lock

K-VORHAENGESCHLOSS  Padlock

Titiz kontrole ragmen hatalar 6nlenemez ve sorumluluk altinda birakmayan bilgiler hakkinda higbir sorumluluk kabul edilmez.
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