K-3/2 ANFAV 24 V DC HW G |
Srt_]%rts-illjgn\éeg;/es, power supply 24 V DC, with »HW« mounting bracket HANSA[/FLEX

Ozellikler . A

Girig basinci 2.5-9bar ﬁ

Akigkan sicakliyi  max. 70 °C LR

Ortam sicakhgi Max. 70 °C

Elektrik baglantisi  Coupler plug PG 9 - form B i C

Yalitim malzemesi NBR o o B
[=3

Govde Die-cast aluminium

Akis degeri lgimii At P1 = 8 bar, P2 = 6 bar and pressure drop Ap = 1 % -

bar D

Diger bilgiler User manual on request T -

Uriin

Tanim Mil Akis A B C TR Model ebadi

(L/min) (mm) (mm) (mm)

K- 07 25 12 05 G 1/4 1600 65,0 131,0 mm 97,0 34,0 300

K- 07 25 12 07 G 3/8 2500 65,0 131,0 mm 97,0 34,0 300

K- 07 25 12 09 G1/2 2500 65,0 131,0 mm 97,0 34,0 300

K- 07 25 12 11 G 3/8 4500 78,0 142,5 mm 102,0 40,5 400

K-07 2512 13 G1/2 4500 78,0 142,5 mm 102,0 40,5 400

Aksesuar

K-VERBINDUNGELEMENTE  Connecting

Wall
K-WANDHALTER bracket
K-HALTERBAUSATZ Holder

Titiz kontrole ragmen hatalar 6nlenemez ve sorumluluk altinda birakmayan bilgiler hakkinda higbir sorumluluk kabul edilmez.
14.12.2025 HANSA-FLEX AG www.hansa-flex.com 1



